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DIBt- Deutsches Institut für Bautechnik
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Реакция на огън: Клас (A1)

8.

Производител: fischerwerke GmbH & Co. KG, Klaus-Fischer-Str. 1, 72178 Waldachtal, Германия

Упълномощен представител:

Система/системи за оценяване и проверка на 

постоянството на експлоатационните показатели:

Европейски документ за оценяване: EAD 330030-00-0601, Edition 10/2018

Крепеж за фиксиране в задната част на фасадни панели, изработени от керамични плочи 

"LAMINAM" съгласно EN 14411:2016, bиж Приложението, по-специално Приложения  B1 - B6.

ДЕКЛАРАЦИЯ ЗА ЕКСПЛОАТАЦИОННИ ПОКАЗАТЕЛИ

DoP 0360

за fischer-Zykon-анкер за фасадни панели FZP II T (for LAMINAM)

Уникален идентификационен код на типа продукт: DoP 0360

Предвидена употреба/употреби:

Европейска техническа оценка: ETA-22/0669; 2023-09-22

Орган за техническа оценка:

Нотифициран орган/органи: 2873 TU Darmstadt

Тази Декларация за съответствие е изготвена на различни езици. В случай, че възникне спор, относно интерпретирането, трябва да се вземе предвид 

английската версия.

Приложението съдържа доброволна и допълнителна информация на английски език в обем и съдържание, надхвърлящи (независимо от езика) законовите 

изисквания.

Подписано за и от името на производителя от:

Експлоатационните показатели на продукта, посочени по-горе, са в съответствие с декларираните експлоатационни показатели. Настоящата декларация за 

експлоатационни показатели се издава в съответствие с Регламент (ЕС) № 305/2011, като отговорността за нея се носи изцяло от посочения по-горе 

производител.

Подходяща техническа документация и/или 

специфична техническа документация:

–

Характерна устойчивост на разрушаване на стоманата при натоварване на опън и срез: Приложение C1

Отстояние от ръба и междуосови разстояния: Приложение C1

Декларирани експлоатационни показатели:

Dr.-Ing. Oliver Geibig, Управляващ директор Бизнес звена и инженеринг Jürgen Grün, Управляващ директор Химия и качество

Tumlingen, 2024-04-12

Механична устойчивост и здравина (BWR 1)

Характерна устойчивост на пробив или повреда при изтегляне при натоварване на опън: Приложение C1

Характерна устойчивост на пробив или повреда при изтегляне при натоварване на срез: Приложение C1

Характерна устойчивост на пробив или повреда при изтегляне, при комбинирани натоварвания и натоварване на срез: Приложение 

C1

Y=NPD; FRk=NPD

трайност: Приложение  B1

Пожарна безопасност (BWR 2)
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Specific Part 

1 Technical description of the product 

The fischer-Zykon-panel anchor FZP II T is a special anchor of size M 6 which consists of a 
cone bolt with external thread, made of stainless steel, an expansion part made of stainless 
steel, a shim washer made of polyamide and, if need to be, a hexagon nut made of stainless 
steel or aluminium. The anchor is put into an undercut drill hole in the façade panels and is 
placed form-fit by driving-in the shim washer or by applying a torque moment to the hexagon 
nut. 

The product description is given in Annex A. The material values, dimensions and tolerances of 
the components of the fastener not indicated in the annexes shall correspond to the values laid 
down in the technical documentation. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the fastener is used in compliance with the 
specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the fasteners of at least 50 years. The 
indications given on the working life cannot be interpreted as a guarantee given by the 
producer, but are to be regarded only as a means for choosing the right products in relation to 
the expected economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance 

Characteristic resistance to breakout or pull-out 
failure under tension load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under shear load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under combined tension and shear load 

See Annex C 1 

Edge distance and spacing See Annex C 1 

Durability Corrosion Resistance Class (CRC) III  
in accordance with EN 1993-1-4:2015 

Characteristic resistance to steel failure under 
tension and shear loads 

See Annex C 1 

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 

Reaction to fire Class A1 
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with EAD No. 330030-00-0601 the applicable European legal act is: [97/161/EG]. 

 The system to be applied is: 2+ 
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Page 5 of European Technical Assessment 
ETA-22/0669 of 22 September 2023 
 
English translation prepared by DIBt 
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