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Životnost: Příloze A3 (CRC-III)

Bezpečnost v případě požáru (BWR 2)

Reakce na oheň: Třída (A1)

8.

Deklarovaná vlastnost/Deklarované vlastnosti:

Dr.-Ing. Oliver Geibig, Výkonný ředitel pro obchodní jednotky a inženýrství Jürgen Grün, Výkonný ředitel pro chemii a kvalitu

Tumlingen, 2022-07-01

Mechanická odolnost a stabilita (BWR 1)

Charakteristická odolnost proti vylomení nebo vytažení při zatížení tahem: Příloze C1

Charakteristická odolnost proti vylomení nebo vytažení při zatížení smykem: Příloze C1

Charakteristická odolnost proti vylomení nebo vytažení při kombinovaném zatížení tahem a smykem: Příloze C1

Toto PoV bylo připraveno v různých jazykových mutacích. V případě rozporu vždy rozhoduje interpretace verze v anglickém jazyce.

Příloha obsahuje nepovinné a doplňkové informace v anglickém jazyce nad rámec zákonných požadavků.

Podepsáno za výrobce a jeho jménem:

Vlastnosti výše uvedeného výrobku jsou ve shodě se souborem deklarovaných vlastností. Toto prohlášení o vlastnostech se v souladu s nařízením (EU) č. 305/2011 

vydává na výhradní odpovědnost výrobce uvedeného výše.

Příslušná technická dokumentace a/nebo specifická 

technická dokumentace:

–

Charakteristická odolnost proti porušení oceli při zatížení tahem a smykem: Příloze C1

Okrajová a osová vzdálenost: Přílohy B3, C1

Y=NPD; FRk=NPD

Evropské technické posouzení:  ETA-11/0145; 2022-06-09

Subjekt pro technické posuzování: 

Oznámený subjekt/oznámené subjekty: 2873 TU Darmstadt

Upevňovací prvek pro zadní upevnění fasádních desek vyrobených z vybraných přírodních kamenů 

podle normy EN 1469, viz. dodatek, obzvláště Přílohy  B1 - B7.

PROHLÁŠENÍ  O VLASTNOSTECH 

DoP 0307

pro kotvu fischer-Zykon FZP II

Jedinečný identifikační kód typu výrobku: DoP 0307

Zamýšlené/zamýšlená použití:

Výrobce: fischerwerke GmbH & Co. KG, Klaus-Fischer-Str. 1, 72178 Waldachtal, Německo

Zplnomocněný zástupce:

Systém/systémy POSV:

Evropský dokument pro posuzování:  EAD 330030-00-0601, Edition 10/2018
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Specific Part 

1 Technical description of the product 

The fischer-Zykon-panel anchor FZP II is a special anchor of sizes M 6, M 8 and M 10 which 
consists of a cone bolt (with external thread or internal thread), an expansion part, a sleeve and, 
if need be, a nut. Cone bolt and expansion part are made of stainless steel. The sleeve is made 
of stainless steel or carbon. The nut is made of stainless steel or aluminium. The anchor is put 
into an undercut drill hole and by driving-in of the sleeve it is placed form-fit. 

 The product description is given in Annex A. The material values, dimensions and tolerances of 
the components of the fastener not indicated in the annexes shall correspond to the values laid 
down in the technical documentation. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchors of at least 50 years. The 
indications given on the working life cannot be interpreted as a guarantee given by the 
producer, but are to be regarded only as a means for choosing the right products in relation to 
the expected economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance 
Characteristic resistance to breakout or pull-out 
failure under tension load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under shear load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under combined tension and shear load 

See Annex C 1 

Edge distance and spacing See Annex B 3 and Annex C 1 
Durability Corrosion Resistance Class (CRC) III  

in accordance with EN 1993-1-4:2015 
Characteristic resistance to steel failure under 
tension and shear loads 

See Annex C 1 

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 
Reaction to fire Class A1 El
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with EAD No. 330030-00-0601 the applicable European legal act is: [97/161/EG]. 
 The system to be applied is: 2+ 
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