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Tumlingen, 2021-09-01

Reaction to fire (exposed situations): A1

Dr.-Ing. Oliver Geibig, Managing Director Business Units & Engineering Jürgen Grün, Managing Director Chemistry & Quality

This DoP has been prepared in different languages. In case there is a dispute on the interpretation the English version shall always prevail.

Appropriate Technical Documentation and/or 

Specific Technical Documentation:

–

The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of performance is issued, in accordance with 

Regulation (EU) No 305/2011, under the sole responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Flexural strength (Bending behaviour): pass

Declared performance/s:

Manufacturer: fischerwerke GmbH & Co. KG, Klaus-Fischer-Str. 1, 72178 Waldachtal, Germany

Authorised representative:

System/s of AVCP:

Harmonised standard: EN 14566:2008+A1:2009

Intended use/es: Mechanical fasteners for gypsum plasterboard systems, EN 14566:2008+A1:2009 (TMD)

DECLARATION OF PERFORMANCE

DoP W0007

Unique identification code of the product-type: DoP W0007

for fischer Drywall screws - Drywall fine thread with drill tip - FSN-TPB(M)
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