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2.

3.

4. –

5. 2+

6.

DIBt- Deutsches Institut für Bautechnik

7.

a

b Capacidad de carga característica:

f Desplazamientos:

d

f - -

f Rigidez de la placa:

f

Transmitancia térmica:

8.

Organismos notificados: 2873 TU Darmstadt

Usos previstos:

DECLARACIÓN DE PRESTACIONES

DoP 0248
para  fischer termoz PN 8 (Anclajes de plástico para el uso en hormigón y mampostería)

Código de identificación única del producto tipo: DoP 0248

Documento de evaluación europeo: ETAG 014, February 2011, considerada como EAD

Evaluación técnica europea: ETA-09/0171; 2016-03-18

Organismo de evaluación técnica:

Fabricante:

Seguridad en uso (BWR 4)

Anexo B2

Anexo B2

Anexo C2

Anexo C2

Espacio mínimo:

Resistencia característica bajo carga de tensión:

Distancia mínima al borde:

Tumlingen, 2021-01-08

Esta DdR se ha preparado en distintos idiomas. En caso de que haya alguna controversia sobre la interpretación prevalecerá siempre la versión inglesa.

El Apéndice incluye información voluntaria y complementaria en idioma inglés que excede los requisitos legales (de idioma neutral).

Documentación técnica adecuada o documentación 

técnica específica:

–

Las prestaciones del producto identificado anteriormente son conformes con el conjunto de prestaciones declaradas. La presente declaración de prestaciones se emite, 

de conformidad con el Reglamento (UE) no 305/2011, bajo la sola responsabilidad del fabricante arriba identificado.

Dr. Oliver Geibig, Director General Unidades de Negocio e Ingeniería Jürgen Grün, Director General de Química y Calidad

Firmado por y en nombre del fabricante por:

Anexo C2

Anexo C2

Anclaje de plástico clavado para la fijación de sistemas compuestos de aislamiento térmico exterior 

(ETICS) con revoque en hormigón y mampostería, Véase el apéndice, especialmente los anexos B1- 

B3.

Anexo C1

Anexo C2

Anexo C2

Economía de energía y retención de calor (BWR 6)

Diámetro de la placa de anclaje:

Resistencia a la carga de la placa de anclaje:

Rigidez de la placa: Anexo C2

fischerwerke GmbH & Co. KG, Weinhalde 14-18, 72178 Waldachtal, Alemania

Representante autorizado:

Sistemas de evaluación y verificación de la 

constancia de las prestaciones (EVCP):

Desplazamientos:

Prestaciones declaradas:

-

Carga de tensión con factor parcial:

Transmitancia térmica puntual de un anclaje:

Espesor de la capa aislante del ETICS:
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Specific Part 

1 Technical description of the product 

 The fischer nailed-in anchor termoz PN 8 consists of a plastic sleeve made of polypropylene, a 
plate and an accompanying specific nail made of glass fibre reinforced polyamide. 

 The anchor may in addition be combined with the anchor plates DT 90, DT 110 and DT 140. 

 The Product description is given in Annex A. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verification and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 25 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

 The essential characteristics regarding mechanical resistance and stability are included under 
the Basic Works Requirement Safety in use. 

3.2 Hygiene, health and the environment (BWR 3) 

 Regarding dangerous substances there may be requirements (e.g. transposed European 
legislation and national laws, regulations and administrative provisions) applicable to the 
products falling within the scope of this European Technical Assessment. In order to meet the 
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with, 
when and where they apply. 

3.3 Safety in use (BWR 4) 

Essential characteristic Performance 

Characteristic tension resistance See Annex C 1 

Edge distances and spacing See Annex B 2 

Point thermal transmittance See Annex C 2 

Plate stiffness See Annex C 2 

Displacements See Annex C 2 
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with guideline for European technical approval ETAG 014, February 2011 used 
as European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation 
(EU) No 305/2011 the applicable European legal act is: 97/463/EC. 

 The system to be applied is: 2+ 
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