
SUORITUSTASOILMOITUS   

DoP: 0146  

käytettäväksi fischer betoniruuvi ULTRACUT FBS II (Metalliankkurit käytettäväksi betonissa (raskaille kuormille)) – FI 

 

1. Tuotetyypin yksilöllinen tunniste: DoP: 0146 

2. Aiottu käyttötarkoitus (aiotut käyttötarkoitukset):  Jälkikäteen tehtäviin kiinnityksiin halkeilevassa tai 

halkeilemattomassa betonissa, katso lisäys, erityisesti liitteet B 1  -  B 5 

3. Valmistaja:  fischerwerke GmbH & Co. KG, Klaus-Fischer-Straße 1, 72178 Waldachtal, Saksa  

4. Valtuutettu edustaja:   --  

5. Suoritustason pysyvyyden arvioinnissa ja varmentamisessa käytetty järjestelmä/käytetyt järjestelmät: 1  

6. Eurooppalainen arviointiasiakirja:   EAD 330232-00-0601 

Eurooppalainen tekninen arviointi:  ETA-15/0352; 2018-10-30 

Teknisestä arvioinnista vastaava laitos:  DIBt 

Ilmoitettu laitos/ilmoitetut laitokset:   1343 – MPA Darmstadt 

7. Ilmoitettu suoritustaso/ilmoitetut suoritustasot:  

    Mekaaninen lujuus ja vakaus (BWR 1) 

• ominaisarvo/ jännitys (staattisille ja näennäisstaattisille kuormille): Katso liite, erityisesti 

Lisäykset C 1 ja C 2 

• ominaisarvo/ leikkaus  (staattisille ja näennäisstaattisille kuormille): Katso liite, 

erityisesti Lisäykset C 1 ja C 2 

• Siirtymät (staattisille ja näennäisstaattisille kuormille): Katso liite, erityisesti Lisäykset C 7 

• Ominaislujuus ja siirtymät käytettäväksi seismiset suoritustasoluokat C1 ja C2: Katso liite, 

erityisesti Lisäykset C 3, C 4 ja C 7 

    Paloturvallisuus (BWR 2) 

• Reagointi tuleen: Kiinnitykset ankkureilla täyttävät luokan A1 vaatimukset 

• Palonkestävyys: Katso lisäys, erityisesti liite C 5 ja C 6 

 

8. Asianmukainen tekninen asiakirja ja/tai tekninen erityisasiakirja:   ---  

Edellä yksilöidyn tuotteen suoritustaso on ilmoitettujen suoritustasojen joukon mukainen. Tämä suoritustasoilmoitus on 

asetuksen (EU) N:o 305/2011 mukaisesti annettu edellä ilmoitetun valmistajan yksinomaisella vastuulla.  

Valmistajan puolesta allekirjoittanut:  

 

Andreas Bucher, Dipl.-Ing.     Wolfgang Hengesbach, Dipl.-Ing., Dipl.-Wirtsch.-Ing. 

   

Tumlingen, 2018-11-06 

- Tämä suoritustasoilmoitus on laadittu useilla kielillä. Jos tulkinnasta syntyy erimielisyyttä, englanninkielinen versio on aina 

katsottava ensisijaiseksi.  

- Lisäys sisältää vapaaehtoisesti ilmoitettua ja täydentävää englanninkielistä tietoa, joka ylittää (kielestä riippumatta 

määritellyt) lakisääteiset vaatimukset. 

 



Specific Part 

1 Technical description of the product 

 The fischer concrete screw ULTRACUT FBS II is an anchor of sizes 6, 8, 10, 12 and 14 mm 
made of hardened carbon steel. The anchor is screwed into a predrilled cylindrical drill hole. 
The special thread of the anchor cuts an internal thread into the member while setting. The 
anchorage is characterised by mechanical interlock in the special thread. 

The product description is given in Annex A. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 50 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance

Characteristic resistance to tension load 
(static and quasi-static loading)

See Annex C 1 and C 2

Characteristic resistance to shear load 
(static and quasi-static loading)

See Annex C 1 and C 2

Displacements (static and quasi-static loading) See Annex C 7

Characteristic resistance and displacements for 
seismic performance categories C1 and C2

See Annex C 3, C 4 and C 7

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance

Reaction to fire Class A1

Resistance to fire See Annex C 5 and C 6

4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with European Assessment Document EAD No. 330232-00-0601 the applicable 
European legal act is: [96/582/EC]. 

 The system to be applied is: 1 
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