
 IZJAVA O SVOJSTVIMA   

DoP: 0108  

za fischer sistem injektiranja FIS AB za uporabu u zidanim konstrukcijama (MetalŶa košuljiĐa iŶjekĐijskog sidra za uporaďu u 
zidanim konstrukcijama) – HR 

 

1. Jedinstveni identifikator tipa proizvoda: DoP: 0108  

2. NaŵjeŶa korišteŶja: SidreŶja u zidarstvu za koja se zahtjevi za ŵehaŶičkoŵ otporŶosti i staďilŶosti i sigurŶosti ŵoraju 
ispuniti. Oni oni se koriste za sidrenje i / ili fiksiranje nosivih elemenata (koji pridonose stabilnosti 

zgrade) ili teških eleŵeŶata , vidi dodatak, pogotovo priloge B 1  - B 10 

3. Proizvođač:   fischerwerke GmbH & Co. KG, Klaus-Fischer-Straße 1, 72178 Waldachtal, Germany  

4. OvlašteŶi zastupŶik: --  

5. Sistem/i od AVCP 1   

6. Europski dokument za ocjenjivanje:  ETAG 029; 2013-04 

Europska tehŶička oĐjeŶa:   ETA-17/0352; 2017-12-14 

Tijelo za tehŶičko oĐjeŶjivaŶje:  DIBt 

Prijavljeno tijelo/prijavljena tijela:  1343 – MPA Darmstadt 

7. Objavljena svojstva:   

    MehaŶička otporŶost i staďilŶost (BWR 1), Sigurnost pri upotrebi (BWR 4)  

 KarakterističŶa otporŶost Ŷa vlačŶe i posŵičŶe sile : Vidi dodatak, pogotovo priloge C 1  - C 4 

 KarakterističaŶ otpor kod ŵoŵeŶata savijanja: Vidi dodatak, posebno Aneks C 5 

 PoŵaĐi kod djelovaŶja posŵičŶe i vlačŶe sile: Vidi dodatak, posebno Aneks C 5 

 redukĐijski faktor za testove Ŷa gradilištu (ß-Faktor): Vidi dodatak, posebno Aneks C 6 

 Rubni i osni razmak: Vidi dodatak, pogotovo priloge C 7  - C 8 

    SigurŶost u slučaju požara (BWR 2) 

 ReakĐija Ŷa požar: Sidrišta zadovoljavaju zahtjeve za klasu A 1 

 Otpornost na vatru: NPD 

8. Odgovarajuća tehŶička dokuŵeŶtaĐija i/ili speĐifičŶa tehŶička dokuŵeŶtaĐija:  ---  

Svojstva gore navedenog proizvoda su u skladu sa skupom izjava o svojstvima. Ova izjava o svojstvima se izdaje, u skladu sa 

Europskoŵ regulativoŵ ;EUͿ Br. ϯϬ5/ϮϬϭϭ, pod puŶoŵ odgovorŶošću gore ŶavedeŶog proizvođača.  

)a proizvođača i u Ŷjegovo iŵe potpisao:  

Andreas Bucher, Dipl.-Ing.     Wolfgang Hengesbach, Dipl.-Ing., Dipl.-Wirtsch.-Ing. 

   

Tumlingen, 2017-12-21 

- Ovaj DoP je pripreŵljeŶ u različitiŵ jeziĐiŵa. U slučaju da postoji spor u tuŵačeŶju, eŶgleska verzija će uvijek prevladati.  
- U aneksu se nalaze dodatni podaci na eŶgleskoŵ jeziku, koji Ŷe podliježu zakoŶskoj regulativi 

 



Specific Part 

1 Technical description of the product 

 The fischer Injection system FIS AB for masonry is a bonded anchor (injection type) consisting 
of a mortar cartridge with injection mortar FIS AB, FIS AB Low Speed and FIS AB High Speed, 
a perforated sieve sleeve and an anchor rod with hexagon nut and washer or an internal 
threaded rod. The steel elements are made of zinc coated steel, stainless steel or high 
corrosion resistant steel. 

 The anchor rod is placed into a drilled hole filled with injection mortar and is anchored via the 
bond between steel element, injection mortar and masonry and mechanical interlock. 

 The product description is given in Annex A. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 50 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance

Characteristic resistance for tension and shear loads See Annex C 1 – C 4

Characteristic resistance for bending moments See Annex C 5

Displacements under shear and tension loads See Annex C 5

Reduction Factor for job site tests (β-Factor) See Annex C 6

Edge distances and spacing See Annex C 7 – C8

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance

Reaction to fire Anchorages satisfy requirements for 
Class A1

Resistance to fire No performance assessed

3.3 Hygiene, health and the environment (BWR 3) 
Regarding dangerous substances there may be requirements (e.g. transposed European 
legislation and national laws, regulations and administrative provisions) applicable to the 
products falling within the scope of this European Technical Assessment. In order to meet the 
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with, 
when and where they apply. 
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3.4 Safety in use (BWR 4) 
The essential characteristics regarding Safety in use are included under the Basic Works 
Requirement Mechanical resistance and stability. 

4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with guideline for European technical approval ETAG 029, April 2013 used as 
European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation (EU) 
No 305/2011 the applicable European legal act is: [97/177/EC]. 

 The system to be applied is: 1 
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