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Mehanička otpornost i stabilnost (BWR 1)

Karakteristična otpornost na lom ili  izvlačenje pri opterećenju vlakom: Prilog C1

Karakteristična otpornost na lom ili izvlačenje pod posmičnim opterećenjem: Prilog C1

Karakteristična otpornost na lom ili izvlačenje pri kombiniranom vlačnom i posmičnom opterećenju: Prilog C1

Ovaj DoP je pripremljen u različitim jezicima. U slučaju da postoji spor u tumačenju, engleska verzija će uvijek prevladati.

U aneksu se nalaze dodatni podaci na engleskom jeziku, koji ne podliježu zakonskoj regulativi.

Za proizvođača i u njegovo ime potpisao:

Svojstva gore navedenog proizvoda su u skladu sa skupom izjava o svojstvima.Ova izjava o svojstvima se izdaje, u skladu sa Europskom regulativom (EU) Br. 

305/2011, pod punom odgovornošću gore navedenog proizvođača.

Odgovarajuća tehnička dokumentacija i/ili specifična 

tehnička dokumentacija:

–

Karakteristična otpornost na lom čelika pri vlačnom i posmičnom opterećenju: Prilog C1

Udaljenost od ruba i osni razmak: Priloge B3, C1

Y=NPD; FRk=NPD

Europska tehnička ocjena: ETA-11/0145; 2022-06-09

Tijelo za tehničko ocjenjivanje:

Prijavljeno tijelo/prijavljena tijela: 2873 TU Darmstadt

Sidro za stražnje učvršćivanje fasadnih ploča od odabranog prirodnog kamenja prema EN 1469, vidi 

dodatak, posebno priloge B1 - B7.

IZJAVA O SVOJSTVIMA 

DoP 0307

za fischer - Zykon - sidro za panele FZP II

Jedinstveni identifikator tipa proizvoda: DoP 0307

Namjena korištenja:

Proizvođač: fischerwerke GmbH & Co. KG, Klaus-Fischer-Str. 1, 72178 Waldachtal, Njemačka

Ovlašteni zastupnik:

Sistem/i od AVCP:

Europski dokument za ocjenjivanje: EAD 330030-00-0601, Edition 10/2018
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Specific Part 

1 Technical description of the product 

The fischer-Zykon-panel anchor FZP II is a special anchor of sizes M 6, M 8 and M 10 which 
consists of a cone bolt (with external thread or internal thread), an expansion part, a sleeve and, 
if need be, a nut. Cone bolt and expansion part are made of stainless steel. The sleeve is made 
of stainless steel or carbon. The nut is made of stainless steel or aluminium. The anchor is put 
into an undercut drill hole and by driving-in of the sleeve it is placed form-fit. 

 The product description is given in Annex A. The material values, dimensions and tolerances of 
the components of the fastener not indicated in the annexes shall correspond to the values laid 
down in the technical documentation. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchors of at least 50 years. The 
indications given on the working life cannot be interpreted as a guarantee given by the 
producer, but are to be regarded only as a means for choosing the right products in relation to 
the expected economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance 
Characteristic resistance to breakout or pull-out 
failure under tension load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under shear load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under combined tension and shear load 

See Annex C 1 

Edge distance and spacing See Annex B 3 and Annex C 1 
Durability Corrosion Resistance Class (CRC) III  

in accordance with EN 1993-1-4:2015 
Characteristic resistance to steel failure under 
tension and shear loads 

See Annex C 1 

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 
Reaction to fire Class A1 El
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with EAD No. 330030-00-0601 the applicable European legal act is: [97/161/EG]. 
 The system to be applied is: 2+ 
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