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b Karakteristična nosivost:

f Istisnine:
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f Krutost ploče sidra:

f

Toplinska propusnost:
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Prijavljeno tijelo/prijavljena tijela: 2873 TU Darmstadt

Namjena korištenja:

IZJAVA O SVOJSTVIMA 

DoP 0248
za  fischer termoz PN 8 (Plastične tiple za korištenje u betonu i zidanim konstrukcijama)

Jedinstveni identifikator tipa proizvoda: DoP 0248

Europski dokument za ocjenjivanje: ETAG 014, February 2011, koristi se kao EAD

Europska tehnička ocjena: ETA-09/0171; 2016-03-18

Tijelo za tehničko ocjenjivanje:

Proizvođač:

Sigurnost u uporabi (BWR 4)

Prilog B2

Prilog B2

Prilog C2

Prilog C2

Minimalni osni razmak:

Karakteristični otpor pod vlačnim opterećenjem:

Minimalna rubna udaljenost:

Tumlingen, 2021-01-08

Ovaj DoP je pripremljen u različitim jezicima. U slučaju da postoji spor u tumačenju, engleska verzija će uvijek prevladati.

U aneksu se nalaze dodatni podaci na engleskom jeziku, koji ne podliježu zakonskoj regulativi.

Odgovarajuća tehnička dokumentacija i/ili specifična 

tehnička dokumentacija:

–

Svojstva gore navedenog proizvoda su u skladu sa skupom izjava o svojstvima.Ova izjava o svojstvima se izdaje, u skladu sa Europskom regulativom (EU) Br. 

305/2011, pod punom odgovornošću gore navedenog proizvođača

Dr. Oliver Geibig, Generalni direktor poslovne jedinice i inženjering Jürgen Grün, Glavni direktor za kemiju i kvalitetu

Za proizvođača i u njegovo ime potpisao:

Prilog C2

Prilog C2

Udarno plastično sidro za pričvršćivanje vanjskih toplinsko izolacijskih kompozitnih sustava (ETICS) 

sa žbukom u betonu i zidovima, Vidi dodatak, posebno priloge B1- B3.

Prilog C1

Prilog C2

Prilog C2

Ušteda energije i zadržavanje topline  (BWR 6)

Promjer ploče sidra:

Otpornost na opterećenje ploče sidra

Krutost ploče sidra: Prilog C2

fischerwerke GmbH & Co. KG, Weinhalde 14-18, 72178 Waldachtal, Njemačka

Ovlašteni zastupnik:

Sistem/i od AVCP:

Istisnine:

Objavljena svojstva:

-

Vlačno opterećenje s djelomičnim sigurnosnim faktorom:

Točka toplinske prolaznosti sidra:

Debljina izolacijskog sloja ETICS-a:
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Specific Part 

1 Technical description of the product 

 The fischer nailed-in anchor termoz PN 8 consists of a plastic sleeve made of polypropylene, a 
plate and an accompanying specific nail made of glass fibre reinforced polyamide. 

 The anchor may in addition be combined with the anchor plates DT 90, DT 110 and DT 140. 

 The Product description is given in Annex A. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verification and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 25 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

 The essential characteristics regarding mechanical resistance and stability are included under 
the Basic Works Requirement Safety in use. 

3.2 Hygiene, health and the environment (BWR 3) 

 Regarding dangerous substances there may be requirements (e.g. transposed European 
legislation and national laws, regulations and administrative provisions) applicable to the 
products falling within the scope of this European Technical Assessment. In order to meet the 
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with, 
when and where they apply. 

3.3 Safety in use (BWR 4) 

Essential characteristic Performance 

Characteristic tension resistance See Annex C 1 

Edge distances and spacing See Annex B 2 

Point thermal transmittance See Annex C 2 

Plate stiffness See Annex C 2 

Displacements See Annex C 2 
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with guideline for European technical approval ETAG 014, February 2011 used 
as European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation 
(EU) No 305/2011 the applicable European legal act is: 97/463/EC. 

 The system to be applied is: 2+ 

el
ec

tro
ni

c 
co

py
 o

f t
he

 e
ta

 b
y 

di
bt

:  
et

a-
09

/0
17

1

Appendix 2 / 10



Page 5 of European Technical Assessment 
ETA-09/0171 of 18 March 2016 
 
English translation prepared by DIBt 

 Z11063.16 8.06.04-271/15 

el
ec

tro
ni

c 
co

py
 o

f t
he

 e
ta

 b
y 

di
bt

:  
et

a-
09

/0
17

1

Appendix 3 / 10



Page 6 of European Technical Assessment 
ETA-09/0171 of 18 March 2016 
 
English translation prepared by DIBt 

 Z11063.16 8.06.04-271/15 

el
ec

tro
ni

c 
co

py
 o

f t
he

 e
ta

 b
y 

di
bt

:  
et

a-
09

/0
17

1

Appendix 4 / 10



Page 7 of European Technical Assessment 
ETA-09/0171 of 18 March 2016 
 
English translation prepared by DIBt 

 Z11063.16 8.06.04-271/15 

el
ec

tro
ni

c 
co

py
 o

f t
he

 e
ta

 b
y 

di
bt

:  
et

a-
09

/0
17

1

Appendix 5 / 10



Page 8 of European Technical Assessment 
ETA-09/0171 of 18 March 2016 
 
English translation prepared by DIBt 

 Z11063.16 8.06.04-271/15 

el
ec

tro
ni

c 
co

py
 o

f t
he

 e
ta

 b
y 

di
bt

:  
et

a-
09

/0
17

1

Appendix 6 / 10



Page 9 of European Technical Assessment 
ETA-09/0171 of 18 March 2016 
 
English translation prepared by DIBt 

 Z11063.16 8.06.04-271/15 

el
ec

tro
ni

c 
co

py
 o

f t
he

 e
ta

 b
y 

di
bt

:  
et

a-
09

/0
17

1

Appendix 7 / 10



Page 10 of European Technical Assessment 
ETA-09/0171 of 18 March 2016 
 
English translation prepared by DIBt 

 Z11063.16 8.06.04-271/15 

el
ec

tro
ni

c 
co

py
 o

f t
he

 e
ta

 b
y 

di
bt

:  
et

a-
09

/0
17

1

Appendix 8 / 10



Page 11 of European Technical Assessment 
ETA-09/0171 of 18 March 2016 
 
English translation prepared by DIBt 

 Z11063.16 8.06.04-271/15 

el
ec

tro
ni

c 
co

py
 o

f t
he

 e
ta

 b
y 

di
bt

:  
et

a-
09

/0
17

1

Appendix 9 / 10



Page 12 of European Technical Assessment 
ETA-09/0171 of 18 March 2016 
 
English translation prepared by DIBt 

 Z11063.16 8.06.04-271/15 
 

el
ec

tro
ni

c 
co

py
 o

f t
he

 e
ta

 b
y 

di
bt

:  
et

a-
09

/0
17

1

Appendix 10 / 10


	HR_termoz-PN- 8_DoP 0248_ETA-09_0171_ 2016-03-18
	Z_Appendix_EN_termoz-PN8_ETA-09-0171_en_2016-03

