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Questa Dichiarazione di Prestazione (DoP) è stata preparata in varie lingue. In caso di contestazioni sull'interpretazione, prevarrà sempre la versione inglese.

L'Appendice include informazioni volontarie e complementari in lingua inglese che superano i requisiti di legge (lingua specificata in modo neutrale).

Reazione al fuoco: Classe A1

Documentazione tecnica appropriata e/o 

documentazione tecnica specifica:

–

La prestazione del prodotto sopra identificato è conforme all'insieme delle prestazioni dichiarate. La presente dichiarazione di prestazione è emessa, in conformità al 

regolamento (UE) n. 305/2011, sotto la sola responsabilità del fabbricante sopra identificato.

Firmato a nome e per conto del fabbricante da:

Resistenza al fuoco per qualsiasi direzione di carico senza braccio di leva: Allegato C2

Resistenza sotto carico di taglio con braccio di leva: NPD 

Interasse e distanza dal bordo per la resistenza al fuoco: Allegato C2

Sicurezza in caso di incendio (BWR 2)

Resistenza meccanica e stabilità (BWR 1)

Resistenza per qualsiasi direzione di carico senza braccio di leva: Allegato C1

Resistenza sotto carico di taglio con braccio di leva: Allegato C1

Interasse, distanza dal bordo e spessore dell'elemento: Allegati B3, B4, C1

Spostamenti: Allegato C2

Durabilità: Allegato B1

Prestazioni dichiarate:

Fabbricante: fischerwerke GmbH & Co. KG, Klaus-Fischer-Str. 1, 72178 Waldachtal, Germany

Mandatario:

Sistemi di VVCP:

Documento per la valutazione europea: EAD 330014-00-0601

Valutazione tecnica europea: ETA-12/0456; 2019-07-19

Organismo di valutazione tecnica:

Organismi notificati: 2873 TU Darmstadt

Usi previsti: Fissaggio post-inserito per utilizzo in solette rinforzate fessurate o non fessurate o unità di muratura 

in calcestruzzo aerato autoclavato, vedi appendice, in particolare gli allegati da  B1 - B5.

DICHIARAZIONE DI PRESTAZIONE

DoP 0270

per ancorante per calcestruzzo cellulare fischer FPX-I (fissaggio metallico a espansione per utilizzo in calcestruzzo aerato autoclavato)

Codice di identificazione unico del prodotto-tipo: DoP 0270
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Specific Part 

1 Technical description of the product 

 The fischer aircrete anchor FPX-I is a deformation controlled expansion anchor made of 
galvanised steel. The anchor consists of an internal threaded socket, a cone bolt and an 
expansion sleeve. The anchor transfers loads into autoclaved aerated concrete via mechanical 
interlock. 

 The anchor is set into a predrilled bore hole and anchored with a hexagon installation tool until 
the installation tool is pushed out of the internal hexagon socket. The fixture is installed with a 
screw-in part (threaded rods or screw).  

The product description is given in Annex A.  

2 Specification of the intended use in accordance with the applicable European 
assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 50 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance 

Resistance in any load direction without 
lever arm  

See Annex C 1 

Resistance in any load direction with lever 
arm 

See Annex C 1 

Spacing, edge distance, member thickness See Annex B 3 and B 4 

Displacements See Annex C 2 

Durability Durability is ensured if the specifications of 
intended use according to Annex B are taken 
into account. 

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 

Reaction to fire Class A1 

Resistance to fire See Annex C 2 
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with European Assessment Document EAD No. 330014-00-0601, the applicable 
European legal act is: [96/582/EC]. 

The system(s) to be applied is (are): 1 
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