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Reazione al fuoco: Classe (A1)
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Prestazioni dichiarate:

Dr.-Ing. Oliver Geibig, Direttore Generale Unità di Business & Engineering Jürgen Grün, Direttore Generale Chimica & Qualità

Tumlingen, 2022-07-01

Resistenza meccanica e stabilità (BWR 1)

Resistenza caratteristica alla rottura o all'estrazione sotto carico di trazione: Allegato C1

Resistenza caratteristica alla rottura o all'estrazione sotto carico di taglio: Allegato C1

Resistenza caratteristica alla rottura o all'estrazione sotto carico combinato di trazione e taglio: Allegato C1

Questa Dichiarazione di Prestazione (DoP) è stata preparata in varie lingue. In caso di contestazioni sull'interpretazione, prevarrà sempre la versione inglese.

L'Appendice include informazioni volontarie e complementari in lingua inglese che superano i requisiti di legge (lingua specificata in modo neutrale).

Firmato a nome e per conto del fabbricante da:

La prestazione del prodotto sopra identificato è conforme all'insieme delle prestazioni dichiarate. La presente dichiarazione di prestazione è emessa, in conformità al 

regolamento (UE) n. 305/2011, sotto la sola responsabilità del fabbricante sopra identificato.

Documentazione tecnica appropriata e/o 

documentazione tecnica specifica:

–

Resistenza caratteristica alla rottura dell'acciaio sotto azione di trazione e di taglio: Allegato C1

Distanza dal bordo e interasse: Allegati B3, C1

Y=NPD; FRk=NPD

Valutazione tecnica europea: ETA-11/0145; 2022-06-09

Organismo di valutazione tecnica:

Organismi notificati: 2873 TU Darmstadt

Ancorante per il fissaggio posteriore di pannelli di facciata in pietra naturale selezionata secondo EN 

1469, vedi appendice, in particolare gli allegati da  B1 - B7.

DICHIARAZIONE DI PRESTAZIONE

DoP 0307

per ancorante per pannelli fischer-Zykon FZP II

Codice di identificazione unico del prodotto-tipo: DoP 0307

Usi previsti:

Fabbricante: fischerwerke GmbH & Co. KG, Klaus-Fischer-Str. 1, 72178 Waldachtal, Germany

Mandatario:

Sistemi di VVCP:

Documento per la valutazione europea: EAD 330030-00-0601, Edition 10/2018
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Specific Part 

1 Technical description of the product 

The fischer-Zykon-panel anchor FZP II is a special anchor of sizes M 6, M 8 and M 10 which 
consists of a cone bolt (with external thread or internal thread), an expansion part, a sleeve and, 
if need be, a nut. Cone bolt and expansion part are made of stainless steel. The sleeve is made 
of stainless steel or carbon. The nut is made of stainless steel or aluminium. The anchor is put 
into an undercut drill hole and by driving-in of the sleeve it is placed form-fit. 

 The product description is given in Annex A. The material values, dimensions and tolerances of 
the components of the fastener not indicated in the annexes shall correspond to the values laid 
down in the technical documentation. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchors of at least 50 years. The 
indications given on the working life cannot be interpreted as a guarantee given by the 
producer, but are to be regarded only as a means for choosing the right products in relation to 
the expected economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance 
Characteristic resistance to breakout or pull-out 
failure under tension load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under shear load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under combined tension and shear load 

See Annex C 1 

Edge distance and spacing See Annex B 3 and Annex C 1 
Durability Corrosion Resistance Class (CRC) III  

in accordance with EN 1993-1-4:2015 
Characteristic resistance to steel failure under 
tension and shear loads 

See Annex C 1 

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 
Reaction to fire Class A1 El
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with EAD No. 330030-00-0601 the applicable European legal act is: [97/161/EG]. 
 The system to be applied is: 2+ 
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