
DICHIARAZIONE DI PRESTAZIONE  

DoP: 0161  
per fischer Sistema a iniezione T-BOND PRO.1 o Sistema a iniezione FIS C700 HP PRO.1 (Ancorante metallico a iniezione per 

�o�[�µ�š�]�o�]�Ì�Ì�}���]�v���u�µ�Œ���š�µ�Œ��) �t IT 
 

1. Codice di identificazione unico del prodotto-tipo: DoP: 0161  

2. Usi previsti:   �>�[���v���}�Œ���P�P�]�}���]�v�À�������Z�]�����v���o�o�����u�µ�Œ���š�µ�Œ���V���‰���Œ�š���v�š�}�U���]���Œ���‹�µ�]�•�]�š�]�����]���Œ���•�]�•�š���v�Ì�����u���������v�]�����������•�š�����]�o�]�š����
�v���o�o�[�µ�•�}�������À�}�v�}�����•�•���Œ�����•�}�����]�•�(���š�š�]. Essi sono per fissaggi e/o elementi strutturali di supporto (che 
contribuiscono alla stabilità delle opere) oppure per elementi pesanti, �À�������Œ�����o�[���‰�‰���v���]�����U��
specialmente gli Annessi B 1 a B 10 

3. Fabbricante:   fischerwerke GmbH & Co. KG, Klaus-Fischer-Straße 1, 72178 Waldachtal, Germania 

4. Mandatario:  --  

5. Sistemi di VVCP:   1  

6. Documento per la valutazione europea:  ETAG 029; 2013-04 

Valutazione tecnica europea:  ETA-17/ 0429; 2017-10-27 

Organismo di valutazione tecnica:  DIBt 

Organismi notificati:   1343 �t MPA Darmstadt 

7. Prestazioni dichiarate:  

    Resistenza meccanica e stabilità (BWR 1),  Sicurezza e accessibilità (BWR 4)  

�x Resistenza caratteristica per azioni di trazione e di taglio: Vedere appendice, specialmente Annessi C 1 a C 6 

�x Resistenza caratteristica del momento flettente: Vedere �o�[���‰�‰���v���]�����U���•�‰�����]���o�u���v�š�����o�[���v�v���•�•�} C 7 

�x Spostamenti sotto azioni di trazione e di taglio: �s�������Œ�����o�[���‰�‰���v���]�����U���•�‰�����]���o�u���v�š�����o�[���v�v���•�•�} C 7 

�x Fattore di riduzione per test in cantiere (ß-Fattore): �s�������Œ�����o�[���‰�‰���v���]�����U���•�‰�����]���o�u���v�š�����o�[���v�v���•�•�} C 8 

�x Distanze dai bordi e interassi: Vedere appendice, specialmente Annessi C 9 a C 10 

    Sicurezza in caso di incendio (BWR 2) 

�x Reazione al fuoco: Gli ancoraggi soddisfano i requisiti per la Classe A1 

�x Resistenza al fuoco: NPD 

8. Documentazione tecnica appropriata e/o documentazione tecnica specifica:   ---  

�>�����‰�Œ���•�š���Ì�]�}�v���������o���‰�Œ�}���}�š�š�}���•�}�‰�Œ�����]�����v�š�]�(�]�����š�}���������}�v�(�}�Œ�u�������o�o�[�]�v�•�]���u���������o�o�����‰�Œ���•�š���Ì�]�}�v�]�����]���Z�]���Œ���š��. La presente dichiarazione 
di responsabilità viene emessa, in conformità al regolamento (UE) n. 305/2011, sotto la sola responsabilità del fabbricante 
sopra identificato.  

Firmato a nome e per conto del fabbricante da:  

Andreas Bucher, Dipl.-Ing.     Wolfgang Hengesbach, Dipl.-Ing., Dipl.-Wirtsch.-Ing. 

   

Tumlingen, 2017-11-06 

- Questa Dichiarazione di Prestazione (DoP) è stata preparata in diverse lingue. �/�v�������•�}�����]�����]�À���Œ�P���v�Ì�������[�]�v�š���Œ�‰�Œ���š���Ì�]�}�v�������À�Œ����
sempre prevalenza la versione inglese.  

- �>�[���‰�‰���v���]�������]�v���o�µ�������]�v�(�}�Œ�u���Ì�]�}�v�]���À�}�o�}�v�š���Œ�]�����������}�u�‰�o���u���v�š���Œ�]���]�v���o�]�v�P�µ�����]�v�P�o���•�����~�o�]�v�P�µ�����•�‰�����]�(�]�����š�����v���µ�š�Œ���o���•�����������š�š�}���]��
requisiti di legge 

 



Speci fic Part 

1 Technical description of the product 

 The fischer injection system T-BOND PRO.1 or FIS C700 HP PRO.1 for masonry is a bonded 
anchor (injection type) consisting of a mortar cartridge with fischer injection mortar 
T-BOND PRO.1 or FIS C700 HP PRO.1, a perforated sieve sleeve and an anchor rod with 
hexagon nut and washer or an internal threaded rod in the range of M6 to M16. The steel 
elements are made of zinc coated steel, stainless steel or high corrosion resistant steel. 

 The anchor rod is placed into a drilled hole filled with injection mortar and is anchored via the 
bond between steel element, injection mortar and masonry and mechanical interlock. 

 The product description is given in Annex A. 

2 Specification of the inten ded use in accordance with the applicable European 
Assessment Document 

The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 50 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references  to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance

Characteristic resistance for tension and shear loads See Annex C 1 – C 6

Characteristic bending moments See Annex C 7

Displacements under shear and tension loads See Annex C 7

Reduction Factor for job site tests (�� -Factor) See Annex C 8

Edge distances and spacing See Annex C 9 – C 10

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance

Reaction to fire Anchorages satisfy requirements for 
Class A1

Resistance to fire No performance assessed

3.3 Hygiene, health and the environment (BWR 3) 

 Regarding dangerous substances there may be requirements (e.g. transposed European 
legislation and national laws, regulations and administrative provisions) applicable to the 
products falling within the scope of this European Technical Assessment. In order to meet the 
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with, 
when and where they apply. 
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3.4 Safety and accessibility in use (BWR 4) 

 The essential characteristics regarding Safety in use are included under the Basic Works 
Requirement Mechanical resistance and stability. 

4 Assessment and verification of constancy of  performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with guideline for European technical approval ETAG 029, April 2013 used as 
European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation (EU) 
No 305/2011 the applicable European legal act is: [97/177/EC]. 

 The system to be applied is: 1 
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