
DICHIARAZIONE DI PRESTAZIONE  

DoP: 0112  

per fischer TERMOZ CN 8 / fischer TERMOZ CN 8 R / fischer termoz CNplus 8 (Fissaggio plastico per l’utilizzo iŶ calcestruzzo 
e muratura ) – IT 

 

1. Codice di identificazione unico del prodotto-tipo: DoP: 0112  

2. Usi previsti:  Per l’utilizzo iŶ sisteŵi coŵpositi di isolaŵeŶto terŵico esterŶo ;ETICSͿ coŶ rasatura per la trasŵissioŶe 
dell’azioŶe del veŶto iŶ aspirazioŶe, vedere l’appeŶdice, specialŵeŶte gli AŶŶessi B 1 a B 3 

3. Fabbricante:   fischerwerke GmbH & Co. KG, Klaus-Fischer-Straße 1, 72178 Waldachtal, Germania  

4. Mandatario:  --  

5. Sistemi di VVCP:   2+ 

6. Documento per la valutazione europea:  EAD 330196-01-0604 

Valutazione tecnica europea:  ETA-09/0394; 2017-12-19 

Organismo di valutazione tecnica:  DIBt 

Organismi notificati:   1343 – MPA Darmstadt 

7. Prestazioni dichiarate:  

    Resistenza meccanica e stabilità (BWR 1),  

• Resistenza caratteristica a trazione: Vedere appendice, specialmente gli Annessi C 1 a C 2 

• Distanze dai bordi e interassi: Vedere appendice, specialmente gli Annessi B 2 

• Rigidezza piastra: Vedere appendice, specialmente Annesso C 4 

• Spostamenti: Vedere appendice, specialmente Annesso C 4 

    Risparmio energetico e protezione dal calore (BWR 6)  

• Trasmittanza termica puntuale: Vedere appendice, specialmente Annesso C 3 

8. Documentazione tecnica appropriata e/o documentazione tecnica specifica:   ---  

La prestazioŶe del prodotto sopra ideŶtificato è coŶforŵe all’iŶsieŵe delle prestazioŶi dichiarate. La presente dichiarazione 

di responsabilità viene emessa, in conformità al regolamento (UE) n. 305/2011, sotto la sola responsabilità del fabbricante 

sopra identificato.  

Firmato a nome e per conto del fabbricante da:  

Andreas Bucher, Dipl.-Ing.     Wolfgang Hengesbach, Dipl.-Ing., Dipl.-Wirtsch.-Ing. 

   

Tumlingen, 2018-01-04 

- Questa Dichiarazione di Prestazione (DoP) è stata preparata in diverse lingue. IŶ caso di divergeŶza d’iŶterpretazioŶe avrà 
sempre prevalenza la versione inglese.  

- L’appeŶdice iŶclude iŶforŵazioŶi voloŶtarie e coŵpleŵeŶtari iŶ liŶgua iŶglese ;liŶgua specificata ŶeutraleͿ eccetto i 
requisiti di legge 

 



Specific Part 

1 Technical description of the product 

 The fischer nailed-in anchor termoz CN 8 and termoz CNplus 8 consists of an anchor sleeve 
with an enlarged shaft made of polypropylene (virgin material), an insulation plate made of glass 
fibre reinforced polyamide (virgin material) (termoz CN 8 / 250-390) and a special compound 
nail consisting of two parts, one made of glass fibre reinforced polyamide for the shaft element 
and the other part made of galvanised steel. 

 The specific nail for the anchor types termoz CN 8 / 250 – 390 and termoz CN 8 R / 250 – 310
is made of galvanized steel which is used together with a separate plastic cylinder made of 
glass fibre reinforced polyamide. 

 The serrated expanding part of the anchor sleeve is slotted. 

 The anchor may in addition be combined with the anchor plates DT 90, DT 110 and DT 140.

 The product description is given in Annex A.

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verification and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 25 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Safety and accessibility in use (BWR 4) 

Essential characteristic Performance

Characteristic tension resistance See Annex C 1 and C 2

Edge distances and spacing See Annex B 2

Plate stiffness See Annex C 4

Displacements See Annex C 4

3.2 Energy economy and heat retention (BWR 6) 

Essential characteristic Performance

Point thermal transmittance See Annex C 3

4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with EAD No. 330196-01-0604, the applicable European legal act is: 
[97/463/EC]. 

 The system to be applied is: 2+ 
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