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Reakcija į ugnį: Klasė (A1)

8.

Tumlingen, 2025-02-05

Deklaruojama (-os) eksploatacinė (-ės) savybė (-ės):

Dr. Ronald Mihala, Plėtros ir gamybos valdymo vadovas

Mechaninis atsparumas ir stabilumas (BWR 1):

Charakteringas atsparumas plyšimui arba ištrūkimui esant tempimo apkrovai: Priedas C1

Charakteringas atsparumas plyšimui arba ištrūkimui esant kirpimo apkrovai: Priedas C1

Charakteringas atsparumas plyšimui arba ištrūkimui esant kombinuotai tempimo ir kirpimo apkrovai: Priedas C1 Y=NPD; FRk=NPD

Patvarumas: Priedas A3, ((CRC) III - EN 1993-1-4:2015)

Sauga gaisro atveju (BWR 2)

Dieter Pfaff, Tarptautinės gamybos federacijos ir kokybės valdymo vadovas

aTR= NPD

Ši eksploatacinių savybių deklaracija paruošta įvairiomis kalbomis. Jei kyla ginčų dėl teksto aiškinimo, viršenybė teikiama angliškai versijai.

Priedas, kuriame yra savanoriška ir papildoma informacija anglų kalba (kalba neutrali) ir viršija teisinius reikalavimus.

Pasirašyta (gamintojo ir jo vardu):

Nurodyto produkto eksploatacinės savybės atitinka visas deklaruotas eksploatacines savybes. Ši eksploatacinių savybių deklaracija pateikiama vadovaujantis 

Reglamentu (ES) Nr. 305/2011, atsakomybė už jos turinį tenka tik joje nurodytam gamintojui.

Atitinkami techniniai dokumentai ir (arba) specifiniai 

techniniai dokumentai:

–

Charakteringas atsparumas plieno gedimui esant tempimo ir kirpimo apkrovai: Priedas C1

Briaunos atstumas ir tarpai: Priedai  B3, C1

Europos techninis įvertinimas: ETA-11/0145; 2024-08-22

Techninio vertinimo įstaiga:

Notifikuotoji (-osios) įstaiga (-os): 2873 TU Darmstadt

Tvirtinimo elementas fasado plokštėms iš atrinktų natūralių akmenų galiniam tvirtinimui pagal EN 

1469, Žr. priedėlį, ypač priedus B1 - B7.

EKSPLOATACINIŲ SAVYBIŲ DEKLARACIJA

DoP 0380

fischer-Zykon plokštės inkarui FZP II

Unikalus produkto tipo identifikacinis kodas: DoP 0380

Naudojimo paskirtis (-ys):

Gamintojas: fischerwerke GmbH & Co. KG, Klaus-Fischer-Str. 1, 72178 Waldachtal, Vokietija

Įgaliotasis atstovas:

Eksploatacinių savybių pastovumo vertinimo ir 

tikrinimo sistema (-os):

Europos vertinimo dokumentas: EAD 330030-00-0601, Edition 10/2018
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Safety in case of fire (BWR 2)

Sauga gaisro atveju (BWR 2)

Reaction to fire:

Reakcija į ugnį:

Class

Klasė (A1)

Characteristic resistance to steel failure under tension and shear load: NRk,s [kN], VRk,s [kN]

Charakteringas atsparumas plieno gedimui esant tempimo ir kirpimo apkrovai:

4 Edge distance and spacing: ar [mm], a [mm]

Briaunos atstumas ir tarpai:

Durability:

Patvarumas:

CRC

Charakteringas atsparumas plyšimui arba ištrūkimui esant tempimo apkrovai: For natural stone: αTR [-]

Characteristic resistance to breakout or pull-out failure under combined tension and shear load: X [-], Y [-], FRk [kN], β

Charakteringas atsparumas plyšimui arba ištrūkimui esant kombinuotai tempimo ir 

kirpimo apkrovai:

Characteristic resistance to breakout or pull-out failure under shear load: VRk [kN]

Charakteringas atsparumas plyšimui arba ištrūkimui esant kirpimo apkrovai:

Translation guidance Essential Characteristics and Performance Parameters for Annexes

Vertimo rekomendacijos Priedų esminės charakteristikos ir eksploataciniai parametrai

Mechanical resistance and stability (BWR 1)

Mechaninis atsparumas ir stabilumas (BWR 1):

Characteristic resistance to breakout or pull-out failure under tension load: NRk [kN],
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Specific Part

1 Technical description of the product

The fischer-Zykon-panel anchor FZP II is a special anchor of sizes M 6, M 8 and M 10 which 
consists of a cone bolt (with external thread or internal thread), an expansion part, a sleeve and, 
if need be, a nut. Cone bolt and expansion part are made of stainless steel. The sleeve is made 
of stainless steel or carbon. The nut is made of stainless steel or aluminium. The anchor is put 
into an undercut drill hole and by driving-in of the sleeve it is placed form-fit.

The product description is given in Annex A. The material values, dimensions and tolerances of 
the components of the fastener not indicated in the annexes shall correspond to the values laid 
down in the technical documentation.

2 Specification of the intended use in accordance with the applicable European Assessment 
Document

The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B.

The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchors of at least 50 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works.

3 Performance of the product and references to the methods used for its assessment

3.1 Mechanical resistance and stability (BWR 1)

Essential characteristic Performance

Characteristic resistance to breakout or pull-out 
failure under tension load

See Annex C 1 

Characteristic resistance to breakout or pull-out 
failure under shear load

See Annex C 1 

Characteristic resistance to breakout or pull-out 
failure under combined tension and shear load

See Annex C 1

Edge distance and spacing See Annex B 3 and Annex C 1

Durability Corrosion Resistance Class (CRC) III 
in accordance with EN 1993-1-4:2015

Characteristic resistance to steel failure under 
tension and shear loads

See Annex C 1

3.2 Safety in case of fire (BWR 2)

Essential characteristic Performance

Reaction to fire Class A1
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base

In accordance with EAD No. 330030-00-0601 the applicable European legal act is: [97/161/EG].

The system to be applied is: 2+
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