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Reakcija uz uguni: Klase (A1)
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Tumlingen, 2025-02-05

Deklarētā(-ās) ekspluatācijas īpašība(-as):

Dr. Ronald Mihala, Izstrādes un ražošanas vadības nodaļas vadītājs

Mehāniskā izturība un stabilitāte (BWR 1):

Raksturīgā izturība pret izraušanu vai izvilkšanu stiepes slodzē: Pielikums C1

Raksturīgā izturība pret izraušanu vai izvilkšanu bīdes slodzē: Pielikums C1

Raksturīgā izturība pret izraušanu vai izvilkšanu kombinētā stiepes un bīdes slodzē: Pielikums C1 Y=NPD; FRk=NPD

Izturība: Pielikums A3, ((CRC) III - EN 1993-1-4:2015)

Drošība ugunsgrēka gadījumā (BWR 2)

Dieter Pfaff, Starptautiskās ražošanas federācijas un kvalitātes vadības vadītājs

aTR= NPD

Šī deklarācija par tehniskajiem raksturojumiem ir sagatavota dažādās valodās. Gadījumos, ja rodas strīdi attiecībā uz skaidrojumu, prioritāte vienmēr ir angļu versijai.

Pielikums satur brīvprātīgi sniegtu papildu informāciju angļu valodā, kas pārsniedz (norādīts neatkarīgi no valodas) likumā noteiktās prasības.

Parakstīts ražotāja vārdā:

Iepriekš norādītā izstrādājuma ekspluatācijas īpašības atbilst deklarēto ekspluatācijas īpašību kopumam. Šī ekspluatācijas īpašību deklarācija izdota saskaņā ar Regulu 

(ES) Nr. 305/2011, un par to ir atbildīgs vienīgi iepriekš norādītais ražotājs.

Atbilstīgā tehniskā dokumentācija un/vai īpašā 

tehniskā dokumentācija:

–

Raksturīgā izturība pret tērauda atteici stiepes un bīdes slodzē: Pielikums C1

Malu attālums un atstatums: Pielikumi  B3, C1

Eiropas tehniskais novērtējums: ETA-11/0145; 2024-08-22

Tehniskā novērtējuma iestāde:

Paziņotā(-ās) iestāde(-es): 2873 TU Darmstadt

Aizdare fasādes paneļu aizmugurējai stiprināšanai no izvēlētiem dabīgajiem akmeņiem saskaņā ar 

EN 1469, Skatīt papildinājumu, īpaši pielikumus B1 - B7.

EKSPLUATĀCIJAS ĪPAŠĪBU DEKLARĀCIJA

DoP 0380

fischer-Zykon paneļenkuram FZP II

Unikāls izstrādājuma tipa identifikācijas numurs: DoP 0380

Paredzētais izmantojums:

Ražotājs: fischerwerke GmbH & Co. KG, Klaus-Fischer-Str. 1, 72178 Waldachtal, Vācija

Pilnvarotais pārstāvis:

Ekspluatācijas īpašību noturības novērtējuma un 

pārbaudes (AVCP) sistēma(-as):

Eiropas novērtējuma dokuments: EAD 330030-00-0601, Edition 10/2018
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Safety in case of fire (BWR 2)

Drošība ugunsgrēka gadījumā (BWR 2)

Reaction to fire:

Reakcija uz uguni:

Class

Klase (A1)

Characteristic resistance to steel failure under tension and shear load: NRk,s [kN], VRk,s [kN]

Raksturīgā izturība pret tērauda atteici stiepes un bīdes slodzē:

4 Edge distance and spacing: ar [mm], a [mm]

Malu attālums un atstatums:

Durability:

Izturība:

CRC

Raksturīgā izturība pret izraušanu vai izvilkšanu stiepes slodzē: For natural stone: αTR [-]

Characteristic resistance to breakout or pull-out failure under combined tension and shear load: X [-], Y [-], FRk [kN], β

Raksturīgā izturība pret izraušanu vai izvilkšanu kombinētā stiepes un bīdes slodzē:

Characteristic resistance to breakout or pull-out failure under shear load: VRk [kN]

Raksturīgā izturība pret izraušanu vai izvilkšanu bīdes slodzē:

Translation guidance Essential Characteristics and Performance Parameters for Annexes

Tulkošanas norādījumi Pielikumu būtiskie raksturlielumi un darbības parametri

Mechanical resistance and stability (BWR 1)

Mehāniskā izturība un stabilitāte (BWR 1):

Characteristic resistance to breakout or pull-out failure under tension load: NRk [kN],
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Specific Part

1 Technical description of the product

The fischer-Zykon-panel anchor FZP II is a special anchor of sizes M 6, M 8 and M 10 which 
consists of a cone bolt (with external thread or internal thread), an expansion part, a sleeve and, 
if need be, a nut. Cone bolt and expansion part are made of stainless steel. The sleeve is made 
of stainless steel or carbon. The nut is made of stainless steel or aluminium. The anchor is put 
into an undercut drill hole and by driving-in of the sleeve it is placed form-fit.

The product description is given in Annex A. The material values, dimensions and tolerances of 
the components of the fastener not indicated in the annexes shall correspond to the values laid 
down in the technical documentation.

2 Specification of the intended use in accordance with the applicable European Assessment 
Document

The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B.

The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchors of at least 50 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works.

3 Performance of the product and references to the methods used for its assessment

3.1 Mechanical resistance and stability (BWR 1)

Essential characteristic Performance

Characteristic resistance to breakout or pull-out 
failure under tension load

See Annex C 1 

Characteristic resistance to breakout or pull-out 
failure under shear load

See Annex C 1 

Characteristic resistance to breakout or pull-out 
failure under combined tension and shear load

See Annex C 1

Edge distance and spacing See Annex B 3 and Annex C 1

Durability Corrosion Resistance Class (CRC) III 
in accordance with EN 1993-1-4:2015

Characteristic resistance to steel failure under 
tension and shear loads

See Annex C 1

3.2 Safety in case of fire (BWR 2)

Essential characteristic Performance

Reaction to fire Class A1
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base

In accordance with EAD No. 330030-00-0601 the applicable European legal act is: [97/161/EG].

The system to be applied is: 2+

Appendix 2 / 13



Page 5 of European Technical Assessment
ETA-11/0145 of 22 August 2024

English translation prepared by DIBt

Z135127.24 8.06.01-109/24

Appendix 3 / 13



Page 6 of European Technical Assessment
ETA-11/0145 of 22 August 2024

English translation prepared by DIBt

Z135127.24 8.06.01-109/24

Appendix 4 / 13



Page 7 of European Technical Assessment
ETA-11/0145 of 22 August 2024

English translation prepared by DIBt

Z135127.24 8.06.01-109/24

Appendix 5 / 13



Page 8 of European Technical Assessment
ETA-11/0145 of 22 August 2024

English translation prepared by DIBt

Z135127.24 8.06.01-109/24

Appendix 6 / 13



Page 9 of European Technical Assessment
ETA-11/0145 of 22 August 2024

English translation prepared by DIBt

Z135127.24 8.06.01-109/24

Appendix 7 / 13



Page 10 of European Technical Assessment
ETA-11/0145 of 22 August 2024

English translation prepared by DIBt

Z135127.24 8.06.01-109/24

Appendix 8 / 13



Page 11 of European Technical Assessment
ETA-11/0145 of 22 August 2024

English translation prepared by DIBt

Z135127.24 8.06.01-109/24

Appendix 9 / 13



Page 12 of European Technical Assessment
ETA-11/0145 of 22 August 2024

English translation prepared by DIBt

Z135127.24 8.06.01-109/24

Appendix 10 / 13



Page 13 of European Technical Assessment
ETA-11/0145 of 22 August 2024

English translation prepared by DIBt

Z135127.24 8.06.01-109/24

Appendix 11 / 13



Page 14 of European Technical Assessment
ETA-11/0145 of 22 August 2024

English translation prepared by DIBt

Z135127.24 8.06.01-109/24

Appendix 12 / 13



Page 15 of European Technical Assessment
ETA-11/0145 of 22 August 2024

English translation prepared by DIBt

Z135127.24 8.06.01-109/24

Appendix 13 / 13


