
EKSPLUATĀCIJAS ĪPAŠĪBU DEKLARĀCIJA  

Nr. 0057 – LV 

1. UŶikāls izstrādājuŵa tipa ideŶtifikāĐijas Ŷuŵurs: fischer termoz PN 8  

2. Paredzētais izŵaŶtojuŵs:    

Produkts Paredzētais lietojums 

Plastŵasas dīďeļi izŵaŶtošaŶai ďetoŶā uŶ 
ŵūrī 

IzŵaŶtošaŶai koŵpleksajās ārējās siltuŵizolāĐijas sistēŵās ;ETICSͿ ar apŵetuŵu 
vēja sūĐes slodžu pārŶešaŶai, skatīt pielikuŵus, jo īpaši pielikuŵus B 1  -  B 3 

 

3. Ražotājs:   fischerwerke GmbH & Co. KG, Klaus-Fischer-Straße 1, 72178 Waldachtal, Germany  

4. PilŶvarotais pārstāvis:   --  

5. EkspluatāĐijas īpašīďu Ŷoturīďas Ŷovērtējuŵa uŶ pārďaudes ;AVCPͿ sistēŵa;-as):   2+ 

6a. Saskaņotais staŶdarts: --- 

Paziņotā;-āsͿ iestāde;-es):   ---  

6b. Eiropas Ŷovērtējuŵa dokuŵeŶts:   ETAG 014; 2011-02 

Eiropas tehŶiskais Ŷovērtējuŵs:   ETA-09/0171; 2016-03-18 

TehŶiskā Ŷovērtējuŵa iestāde:  DIBt 

Paziņotā;-āsͿ iestāde;-es):   1343 – MPA Darmstadt 

7. Deklarētā;-āsͿ ekspluatāĐijas īpašīďa;-as):   

EkspluatāĐijas drošīďa (BWR 4)  

Svarīgākie raksturlielumi EkspluatāĐijas īpašīďas 

Raksturīgā spriedzes pretestīďa Skatīt pielikuŵus, jo īpaši pielikuŵu C 1 

Attāluŵi līdz ŵalāŵ uŶ iŶtervāli Skatīt pielikuŵus, jo īpaši pielikuŵu B 2 

Siltuŵpretestīďas puŶkts Skatīt pielikuŵus, jo īpaši pielikuŵu C 2 

Plākšņu stiŶgruŵs Skatīt pielikuŵus, jo īpaši pielikuŵu C 2 

Noďīde Skatīt pielikuŵus, jo īpaši pielikuŵu C 2 

 

8. Atďilstīgā tehŶiskā dokuŵeŶtāĐija uŶ/vai īpašā tehŶiskā dokuŵeŶtāĐija:  ---  

Iepriekš Ŷorādītā izstrādājuŵa ekspluatāĐijas īpašīďas atďilst deklarēto ekspluatāĐijas īpašīďu kopuŵaŵ. Šī ekspluatāĐijas 
īpašīďu deklarāĐija izdota saskaņā ar Regulu ;ESͿ Nr. ϯϬ5/ϮϬϭϭ, uŶ par  -  ir atďildīgs vieŶīgi iepriekš Ŷorādītais ražotājs..  

Parakstīts ražotāja vārdā:  

Andreas Bucher, Dipl.-Ing.     Wolfgang Hengesbach, Dipl.-Ing., Dipl.-Wirtsch.-Ing. 

   

Tumlingen, 2016-03-30 

- Šī deklarāĐija par tehŶiskajieŵ raksturojuŵieŵ ir sagatavota dažādās valodās. Gadījuŵos, ja rodas strīdi attieĐīďā uz 
skaidrojuŵu, prioritāte vieŶŵēr ir aŶgļu versijai.  
- Pielikuŵs satur ďrīvprātīgi sŶiegtu papildu iŶforŵāĐiju aŶgļu valodā, kas pārsŶiedz ;Ŷorādīts Ŷeatkarīgi Ŷo valodasͿ likuŵā 
Ŷoteiktās prasīďas. 

 



Specific Part 

1 Technical description of the product 

 The fischer nailed-in anchor termoz PN 8 consists of a plastic sleeve made of polypropylene, a 
plate and an accompanying specific nail made of glass fibre reinforced polyamide. 

 The anchor may in addition be combined with the anchor plates DT 90, DT 110 and DT 140.

 The Product description is given in Annex A.

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verification and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 25 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 
The essential characteristics regarding mechanical resistance and stability are included under 
the Basic Works Requirement Safety in use.

3.2 Hygiene, health and the environment (BWR 3) 
 Regarding dangerous substances there may be requirements (e.g. transposed European 

legislation and national laws, regulations and administrative provisions) applicable to the 
products falling within the scope of this European Technical Assessment. In order to meet the 
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with, 
when and where they apply. 

3.3 Safety in use (BWR 4) 

Essential characteristic Performance

Characteristic tension resistance See Annex C 1

Edge distances and spacing See Annex B 2

Point thermal transmittance See Annex C 2

Plate stiffness See Annex C 2

Displacements See Annex C 2
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with guideline for European technical approval ETAG 014, February 2011 used 
as European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation 
(EU) No 305/2011 the applicable European legal act is: 97/463/EC. 

 The system to be applied is: 2+
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