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DIBt- Deutsches Institut für Bautechnik
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Duurzaamheid: Bijlage A3 (CRC-III)

Veiligheid in geval van brand (BWR 2)

Reactie op brand: Klasse (A1)

8.

Aangegeven prestatie(s):

Dr.-Ing. Oliver Geibig, Directeur Business Units & Engineering Jürgen Grün, Directeur Chemie & Kwaliteit

Tumlingen, 2022-07-01

Mechanische weerstand en stabiliteit (BWR 1)

Karakteristieke weerstand tegen uitbreken of uittrekken onder trekbelasting: Bijlage C1

Karakteristieke weerstand tegen uitbreken of uittrekken onder schuifbelasting: Bijlage C1

Karakteristieke weerstand tegen uitbreken of uittrekken onder gecombineerde trek- en schuifbelasting: Bijlage C1

Deze DoP is opgesteld in meerdere talen. In het geval van geschillen over de interpretatie zal de Engelse tekst altijd prevaleren.

Het aanhangsel bevat vrijwillige en aanvullende informatie in het Engels die de (taal-neutraal gespecificeerde) wettelijke vereisten overschrijdt.

Ondertekend voor en namens de fabrikant door:

De prestaties van het hierboven omschreven product zijn conform de aangegeven prestaties. Deze prestatieverklaring wordt in overeenstemming met Verordening (EU) 

nr. 305/2011 onder de exclusieve verantwoordelijkheid van de hierboven vermelde fabrikant verstrekt.

Geëigende technische documentatie en/of specifieke 

technische documentatie:

–

Karakteristieke weerstand tegen staalbreuk onder trek- en schuifbelasting: Bijlage C1

Rand en midden afstand: Bijlages B3, C1

Y=NPD; FRk=NPD

Europese technische beoordeling: ETA-11/0145; 2022-06-09

Technische beoordelingsinstantie:

Aangemelde instantie(s): 2873 TU Darmstadt

Bevestigingsmiddel voor de bevestiging aan de achterzijde van gevelpanelen van geselecteerde 

natuursteen volgens EN 1469, zie bijlage, met name de bijlagen B1 - B7.

PRESTATIEVERKLARING

DoP 0307

voor fischer-Zykon-paneelanker FZP II

Unieke identificatiecode van het producttype: DoP 0307

Beoogd(e) gebruik(en):

Fabrikant: fischerwerke GmbH & Co. KG, Klaus-Fischer-Str. 1, 72178 Waldachtal, Duitsland

Gemachtigde:

Het systeem of de systemen voor de beoordeling en 

verificatie van de prestatiebestendigheid:

Europees beoordelingsdocument: EAD 330030-00-0601, Edition 10/2018
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Specific Part 

1 Technical description of the product 

The fischer-Zykon-panel anchor FZP II is a special anchor of sizes M 6, M 8 and M 10 which 
consists of a cone bolt (with external thread or internal thread), an expansion part, a sleeve and, 
if need be, a nut. Cone bolt and expansion part are made of stainless steel. The sleeve is made 
of stainless steel or carbon. The nut is made of stainless steel or aluminium. The anchor is put 
into an undercut drill hole and by driving-in of the sleeve it is placed form-fit. 

 The product description is given in Annex A. The material values, dimensions and tolerances of 
the components of the fastener not indicated in the annexes shall correspond to the values laid 
down in the technical documentation. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchors of at least 50 years. The 
indications given on the working life cannot be interpreted as a guarantee given by the 
producer, but are to be regarded only as a means for choosing the right products in relation to 
the expected economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance 
Characteristic resistance to breakout or pull-out 
failure under tension load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under shear load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under combined tension and shear load 

See Annex C 1 

Edge distance and spacing See Annex B 3 and Annex C 1 
Durability Corrosion Resistance Class (CRC) III  

in accordance with EN 1993-1-4:2015 
Characteristic resistance to steel failure under 
tension and shear loads 

See Annex C 1 

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 
Reaction to fire Class A1 El
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with EAD No. 330030-00-0601 the applicable European legal act is: [97/161/EG]. 
 The system to be applied is: 2+ 
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