
PRESTATIEVERKLARING  

Nr. 0055 – NL 

1. Unieke identificatiecode van het producttype: fischer termoz CN 8  

2. Beoogd(e) gebruik(en):    

Product Beoogd gebruik 

Kunststof verbindingen voor gebruik in 

beton en metselwerk 

Voor toepassing in buitengevel isolatie systemen waarbij windzuiging moet 

worden opgenomen., zie bijlage, in het bijzonder bijlages B 1 tot en met B 3 

 

3. Fabrikant:   fischerwerke GmbH & Co. KG, Klaus-Fischer-Straße 1, 72178 Waldachtal, Duitsland  

4. Gemachtigde:   --  

5. Het systeem of de systemen voor de beoordeling en verificatie van de prestatiebestendigheid:  2+ 

6a. Geharmoniseerde norm: --- 

Aangemelde instantie(s):   ---  

6b. Europees beoordelingsdocument:   ETAG 014; 2011-02 

Europese technische beoordeling:  ETA-09/0394; 2016-03-18 

Technische beoordelingsinstantie:  DIBt 

Aangemelde instantie(s):   1343 – MPA Darmstadt 

7. Aangegeven prestatie(s):   

Veiligheid in gebruik (BWR 4)  

Essentieel kenmerk Prestatie 

karakteristieke trek weerstand Zie bijlage, in het bijzonder bijlage C 1 

Rand- en h.o.h. afstanden Zie bijlage, in het bijzonder bijlage B 2 

Warmtedoorgangscoëfficiënt Zie bijlage, in het bijzonder bijlage C 2 

Plaat stijfheid Zie bijlage, in het bijzonder bijlage C 2 

Verplaatsingen Zie bijlage, in het bijzonder bijlage C 2 

 

8. Geëigende technische documentatie en/of specifieke technische documentatie:  ---  

De prestaties van het hierboven omschreven product zijn conform de aangegeven prestaties. Deze prestatieverklaring 

wordt in overeenstemming met Verordening (EU) nr. 305/2011 onder de exclusieve verantwoordelijkheid van de hierboven 

vermelde fabrikant verstrekt.  

Ondertekend voor en namens de fabrikant door:  

Andreas Bucher, Dipl.-Ing.     Wolfgang Hengesbach, Dipl.-Ing., Dipl.-Wirtsch.-Ing. 

   

Tumlingen, 2016-03-29 

- Deze prestatieverklaring is opgesteld in verschillende talen. Bij een geschil over de interpretatie prevaleert de engelse 

versie.  

- De bijlage bevat vrijwillige en aanvullende informatie in de Engelse taal boven op de (taal-neutraal gespecificeerde) 

wettelijke voorschriften. 

 



Specific Part 

1 Technical description of the product 

 The fischer nailed-in anchor termoz CN 8 consists of an anchor sleeve with an enlarged shaft 
made of polypropylene, an insulation plate made of glass fibre reinforced polyamide 
(termoz CN 8 / 250-390) and a special compound nail consisting of two parts, one made of 
glass fibre reinforced polyamide for the shaft element and the other part made of galvanised 
steel. 

 The anchor may in addition be combined with the anchor plates DT 90, DT 110 and DT 140.

 The product description is given in Annex A.

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verification and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 25 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 
The essential characteristics regarding mechanical resistance and stability are included under 
the Basic Works Requirement Safety in use.

3.2 Hygiene, health and the environment (BWR 3) 
 Regarding dangerous substances there may be requirements (e.g. transposed European 

legislation and national laws, regulations and administrative provisions) applicable to the 
products falling within the scope of this European Technical Assessment. In order to meet the 
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with, 
when and where they apply. 

3.3 Safety in use (BWR 4) 

Essential characteristic Performance

Characteristic tension resistance See Annex C 1

Edge distances and spacing See Annex B 2

Point thermal transmittance See Annex C 2

Plate stiffness See Annex C 2

Displacements See Annex C 2
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with guideline for European technical approval ETAG 014, February 2011 used 
as European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation 
(EU) No 305/2011 the applicable European legal act is: 97/463/EC. 

 The system to be applied is: 2+
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