
 

PL

1.

2.

3.

4. –

5. 1

6.

DIBt- Deutsches Institut für Bautechnik

7.

a

b

γ2=γinst

f (k7=k2)

(k8=k3)

d
f

f

8.

Niniejsza Deklaracja Właściwości Użytkowych została przygotowana w różnych językach. W razie wątpliwości w interpretacji, wersja angielska jest zawsze miarodajna.

Załącznik zawiera dobrowolne i uzupełniające informacje w języku angielskim (neutralne językowo), a wykraczające poza wymagania prawne.

Nośność na wyrywanie, zmiany kategoria C2: NPD 

Nośność na ścinanie, zmiany, kategoria C1: NPD 

Nośność na ścinanie, zmiany, kategoria C1: NPD 

Współczynnik szczeliny pierścieniowej: NPD 

Higiena, zdrowie i środowisko (BWR 3)

Treść, emisja i / lub uwalnianie substancji niebezpiecznych: NPD 

W imieniu producenta podpisał(-a):

Dr.-Ing. Oliver Geibig, Dyrektor Zarządzający ds. Jednostek Biznesowych i Inżynierii Jürgen Grün, Dyrektor Zarządzający ds. Chemii i Jakości

Tumlingen, 2021-01-19

Właściwości użytkowe określonego powyżej wyrobu są zgodne z zestawem deklarowanych właściwości użytkowych. Niniejsza deklaracja właściwości użytkowych 

wydana zostaje zgodnie z rozporządzeniem (UE) nr 305/2011 na wyłączną odpowiedzialność producenta określonego powyżej.

Przemieszczenia pod obciążeniem krótko- i długoterminowym:

Przemieszczenia pod obciążeniem krótko- i długoterminowym: Aneksy C5, C6

Odpowiednia dokumentacja techniczna lub specjalna 

dokumentacja techniczna:

–

Wytrzymałość mechaniczna i stabilność osadzenia (BWR 1)

Nośność charakterystyczna na ścinanie (nośności statyczne i quasi-statyczne):

Nośność charakterystyczna na wyrywanie (nośności statyczne i quasi-statyczne):

Nośność do uszkodzenia stali: Aneksy C3, C4

Nośność do uszkodzenia wyważenia: Aneksy C3, C4

Nośność do zniszczenieakrawędzi betonu: Aneksy C3, C4

Nośność na wyrywanie, zmiany, kategoria C1: NPD 

Nośność charakterystyczna i przemieszczenia  w warunkach sejsmicznych dla kategorii C1 i C2:

Nośność do uszkodzenia stali: Aneksy C1, C2

Minimalne odstępy osiowe i krawędziowe: Aneksy B3, B4

Europejska ocena techniczna: ETA-16/0637; 2017-12-14

Jednostka ds. oceny technicznej: 

Jednostka lub jednostki notyfikowane:  2873 TU Darmstadt

Deklarowane właściwości użytkowe:

Nośność do wyrwania stożka betonu: Aneksy C1, C2

Moment dokręcania: Aneksy B3, B4

Odległość od krawędzi zapobiegająca pękaniu pod obciążeniem: Aneksy C1, C2

Solidność: Aneksy C1, C2

Nośność na wyrywanie i zniszczenie stożka betonu: Aneksy C1, C2

Producent: fischerwerke GmbH & Co. KG, Otto-Hahn-Straße 15, 79211 Denzlingen, Niemcy

Upoważniony przedstawiciel:

System(-y) oceny i weryfikacji stałości właściwości 

użytkowych:

Mocowanie w betonie zarysowanym lub niezarysowanym zobacz załącznik, w 

szczególności aneksy B1 - B7.

Europejski dokument oceny:  ETAG 001, Part 5, April 2013, użyty jako EAD

DEKLARACJA WŁAŚCIWOŚCI UŻYTKOWYCH

DoP 0281

dla kotwy fischer Highbond FHB II Inject (Rozprężne łączniki wklejane do zastosowania w betonie)

Niepowtarzalny kod identyfikacyjny typu wyrobu: DoP 0281

Zamierzone zastosowanie:
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Specific Part 

1 Technical description of the product 

The fischer Highbond-Anchor FHB II is a torque controlled bonded anchor consisting of a mortar 
cartridge with mortar fischer FIS HB and an anchor rod FHB II - A L or FHB II - A S with 
hexagon nut and washer.  

The anchor rod is placed into a drilled hole filled with injection mortar. The load transfer is 
realised by mechanical interlock of several cones in the bonding mortar and then via a 
combination of bonding and friction forces in the anchorage ground (concrete). 

 The product description is given in Annex A. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 50 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance 

Characteristic values under tension and shear load  See Annex C 1 to C 4 

Displacements under tension and shear loads  See Annex C 5 and C 6 

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 

Reaction to fire Anchorages satisfy 
requirements for Class A1 

Resistance to fire No performance assessed 

3.3 Hygiene, health and the environment (BWR 3) 

 Regarding dangerous substances there may be requirements (e.g. transposed European 
legislation and national laws, regulations and administrative provisions) applicable to the 
products falling within the scope of this European Technical Assessment. In order to meet the 
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with, 
when and where they apply. 

3.4 Safety in use (BWR 4) 

 The essential characteristics regarding Safety in use are included under the Basic Works 
Requirement Mechanical resistance and stability. 
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with guideline for European technical approval ETAG 001, April 2013, used as 
European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation (EU) 
No 305/2011, the applicable European legal act is: [96/582/EC]. 

 The system to be applied is: 1 

5 Technical details necessary for the implementation of the AVCP system, as provided for 
in the applicable European Assessment Document 

Technical details necessary for the implementation of the AVCP system are laid down in the 
control plan deposited at Deutsches Institut für Bautechnik.  

Issued in Berlin on 14 December 2017 by Deutsches Institut für Bautechnik 

BD Dipl.-Ing. Andreas Kummerow beglaubigt: 

Head of Department Lange 
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