
DEKLARACJA WŁAŚCIWOŚCI UŻYTKOWYCH  

Nr 0057 – PL 

1. Niepowtarzalny kod identyfikacyjny typu wyrobu: kołek terŵoz PN 8  

2. Zamierzone zastosowanie  

Produkt Zamierzony cel zastosowania  

ŁąĐzŶiki tworzywowe do zastosowania w 

betonie i w murach 

Do zastosowaŶia w złożoŶyĐh systeŵaĐh izolaĐji ĐieplŶej śĐiaŶ zewŶętrzŶyĐh 
(ETICS), zoďaĐz dodatek, w szĐzególŶośĐi aŶeksy B 1 do B 3 

 

3. Producent:   fischerwerke GmbH & Co. KG, Klaus-Fischer-Straße 1, 72178 Waldachtal, Niemcy  

4. UpoważŶioŶy przedstawiĐiel:   --  

5. System(-yͿ oĐeŶy i weryfikaĐji stałośĐi właśĐiwośĐi użytkowyĐh:  2+ 

6a. Norma zharmonizowana: --- 

Jednostka lub jednostki notyfikowane:   ---  

6b. Europejski dokument oceny:   ETAG 014; 2011-02 

Europejska ocena techniczna:  ETA-09/0171; 2016-03-18 

Jednostka dsoceny technicznej:  DIBt 

Jednostka lub jednostki notyfikowane:   1343 – MPA Darmstadt 

7. DeklarowaŶe właśĐiwośĐi użytkowe:   

BezpieĐzeństwo użytkowaŶia (BWR 4)  

IstotŶe właśĐiwośĐi  wyroďu Funkcjonowanie 

ŶośŶość ĐharakterystyĐzŶa Ŷa wyrywaŶie )oďaĐz dodatek, w szĐzególŶośĐi aŶeks C 1 

Odstępy kotew od krawędzi i odstępy osiowe )oďaĐz dodatek, w szĐzególŶośĐi aŶeks B 2 

WspółĐzyŶŶik przeŶikaŶia Điepła )oďaĐz dodatek, w szĐzególŶośĐi aŶeks C 2 

SztywŶość płyty )oďaĐz dodatek, w szĐzególŶośĐi aŶeks C 2 

Przemieszczenia )oďaĐz dodatek, w szĐzególŶośĐi aŶeks C 2 

 

8. Odpowiednia dokumentacja techniczna lub specjalna dokumentacja techniczna:  ---  

WłaśĐiwośĐi użytkowe określoŶego powyżej wyroďu są zgodŶe z zestaweŵ deklarowaŶyĐh właśĐiwośĐi użytkowyĐh. 

NiŶiejsza deklaraĐja właśĐiwośĐi użytkowyĐh wydaŶa zostaje zgodŶie z rozporządzeŶieŵ ;UEͿ Ŷr ϯϬ5/ϮϬϭϭ Ŷa wyłąĐzŶą 
odpowiedzialŶość produĐeŶta określoŶego powyżej.  

W iŵieŶiu produĐeŶta podpisał;-a):  

Andreas Bucher, Dipl.-Ing.     Wolfgang Hengesbach, Dipl.-Ing., Dipl.-Wirtsch.-Ing. 

   

Tumlingen, 2016-03-30 

- NiŶiejsza DeklaraĐja WłaśĐiwośĐi UżytkowyĐh została przygotowaŶa w różŶyĐh językaĐh. W razie wątpliwośĐi w 
interpretacji, wersja angielska jest zawsze miarodajna.  

- Dodatek zawierająĐy doďrowolŶe i uzupełŶiająĐe iŶforŵaĐje w języku aŶgielskiŵ, ;ŶeutralŶe językowoͿ a wykraĐzająĐe 
poza wymagania prawne. 

 



Specific Part 

1 Technical description of the product 

 The fischer nailed-in anchor termoz PN 8 consists of a plastic sleeve made of polypropylene, a 
plate and an accompanying specific nail made of glass fibre reinforced polyamide. 

 The anchor may in addition be combined with the anchor plates DT 90, DT 110 and DT 140.

 The Product description is given in Annex A.

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verification and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 25 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 
The essential characteristics regarding mechanical resistance and stability are included under 
the Basic Works Requirement Safety in use.

3.2 Hygiene, health and the environment (BWR 3) 
 Regarding dangerous substances there may be requirements (e.g. transposed European 

legislation and national laws, regulations and administrative provisions) applicable to the 
products falling within the scope of this European Technical Assessment. In order to meet the 
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with, 
when and where they apply. 

3.3 Safety in use (BWR 4) 

Essential characteristic Performance

Characteristic tension resistance See Annex C 1

Edge distances and spacing See Annex B 2

Point thermal transmittance See Annex C 2

Plate stiffness See Annex C 2

Displacements See Annex C 2
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with guideline for European technical approval ETAG 014, February 2011 used 
as European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation 
(EU) No 305/2011 the applicable European legal act is: 97/463/EC. 

 The system to be applied is: 2+
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