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6.

DIBt- Deutsches Institut für Bautechnik
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a
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Durabilidade: Anexo A3 (CRC-III)

Segurança em caso de incêndio (BWR 2)

Reação ao fogo: Classe (A1)

8.

Desempenho(s) declarado(s):

Dr.-Ing. Oliver Geibig, Diretor Administrativo de Unidades de Negócios e Engenharia Jürgen Grün, Diretor Administrativo de Química e Qualidade

Tumlingen, 2022-07-01

Resistência mecânica e estabilidade (BWR 1)

Resistência característica à ruptura ou falha por arrancamento sob carga de tração: Anexo C1

Resistência característica à ruptura ou falha por arrancamento sob carga de corte: Anexo C1

Resistência característica à ruptura ou falha por arrancamento sob carga combinada de tração e corte: Anexo C1

Este DoP foi preparado em diferentes línguas. Em caso de litígio sobre a interpretação, a versão em inglês prevalecerá sempre.

O Anexo inclui informações voluntárias e complementares em inglês que excedem os requisitos legais (linguisticamente especificados).

Assinado por e em nome do fabricante por:

O desempenho do produto identificado acima está em conformidade com o conjunto de desempenhos declarados. A presente declaração de desempenho é emitida, 

em conformidade com o Regulamento (UE) n.o 305/2011, sob a exclusiva responsabilidade do fabricante identificado acima.

Documentação Técnica Adequada e/ou 

Documentação Técnica Específica:

–

Resistência característica à ruptura do aço sob carga de tração e corte: Anexo C1

Distância ao bordo e espaçamento: Anexos B3, C1

Y=NPD; FRk=NPD

Avaliação Técnica Europeia: ETA-11/0145; 2022-06-09

Organismo de Avaliação Técnica: 

Organismo(s) notificado(s):  2873 TU Darmstadt

Fixação para fixação no verso de painéis de fachada de pedras naturais seleccionadas de acordo 

com EN 1469, ver anexoss, especialmente anexos B1 - B7.

DECLARAÇÃO DE DESEMPENHO

DoP 0307

para ancoragem fischer-Zykon-panel FZP II

Código de identificação único do produto-tipo: DoP 0307

Utilização(ões) prevista(s):

Fabricante: fischerwerke GmbH & Co. KG, Klaus-Fischer-Str. 1, 72178 Waldachtal, Alemanha

Representante autorizado:

Sistema(s) de avaliação e verificação da 

regularidade do desempenho (AVCP):

Documento de Avaliação Europeu: EAD 330030-00-0601, Edition 10/2018
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Specific Part 

1 Technical description of the product 

The fischer-Zykon-panel anchor FZP II is a special anchor of sizes M 6, M 8 and M 10 which 
consists of a cone bolt (with external thread or internal thread), an expansion part, a sleeve and, 
if need be, a nut. Cone bolt and expansion part are made of stainless steel. The sleeve is made 
of stainless steel or carbon. The nut is made of stainless steel or aluminium. The anchor is put 
into an undercut drill hole and by driving-in of the sleeve it is placed form-fit. 

 The product description is given in Annex A. The material values, dimensions and tolerances of 
the components of the fastener not indicated in the annexes shall correspond to the values laid 
down in the technical documentation. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchors of at least 50 years. The 
indications given on the working life cannot be interpreted as a guarantee given by the 
producer, but are to be regarded only as a means for choosing the right products in relation to 
the expected economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance 
Characteristic resistance to breakout or pull-out 
failure under tension load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under shear load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under combined tension and shear load 

See Annex C 1 

Edge distance and spacing See Annex B 3 and Annex C 1 
Durability Corrosion Resistance Class (CRC) III  

in accordance with EN 1993-1-4:2015 
Characteristic resistance to steel failure under 
tension and shear loads 

See Annex C 1 

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 
Reaction to fire Class A1 El
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with EAD No. 330030-00-0601 the applicable European legal act is: [97/161/EG]. 
 The system to be applied is: 2+ 
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