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životnosť: Prílohe A3 (CRC-III)

Bezpečnosť v prípade požiaru (BWR 2)

Reakcia na oheň: Trieda (A1)

8.

Deklarované parametre:

Dr.-Ing. Oliver Geibig, konateľ oddelenia Produkt management & vývoj Jürgen Grün, konateľ oddelenia Chemická výroba & kvalita

Tumlingen, 2022-07-01

Mechanická odolnosť a stabilita (BWR 1)

Charakteristická odolnosť voči porušeniu alebo vytrhnutiu pri zaťažení ťahom.: Prílohe C1

Charakteristická odolnosť voči porušeniu alebo vytrhnutiu pri zaťažení šmykom.: Prílohe C1

Charakteristická odolnosť voči porušeniu alebo vytrhnutiu pri kombinovanom zaťažení ťahom aj šmykom: Prílohe C1

Toto vyhlásenie o vlastnostiach bolo vyhotovené v rôznych jazykoch. V prípade, že dôjde k rozdielnemu výkladu má  anglická verzia vždy prednosť.

Príloha obsahuje dobrovoľné a doplňujúce informácie v anglickom jazyku. Tieto vychádzajú zo zákonom stanovených požiadaviek (jazykovo neutrálnych) .

Podpísal(-a) za a v mene výrobcu:

Uvedené parametre výrobku sú v zhode so súborom deklarovaných parametrov. Toto vyhlásenie o parametroch sa v súlade s nariadením (EÚ) č. 305/2011 vydáva na 

výhradnú zodpovednosť uvedeného výrobcu.

Vhodná technická dokumentácia a/alebo špecifická 

technická dokumentácia:

–

Charakteristická odolnosť voči porušeniu ocele pri zaťažení ťahom a šmykom: Prílohe C1

Okrajová a osová vzdialenos: Prílohy B3, C1

Y=NPD; FRk=NPD

Európske technické posúdenie: ETA-11/0145; 2022-06-09

Orgán technického posudzovania:

Notifikovaný(-é) subjekt(-y): 2873 TU Darmstadt

Kotviaci materiál na skryté upevnenie fasádnych panelov z vybraných prírodných kameňov podľa EN 

1469, Pozri prílohu, najmä prílohy B1 - B7.

VYHLÁSENIE  O PARAMETROCH

DoP 0307

pre fasádnu kotvu fischer-Zykon FZP II

Jedinečný identifikačný kód typu výrobku: DoP 0307

Zamýšľané použitie/použitia:

Výrobca: fischerwerke GmbH & Co. KG, Klaus-Fischer-Str. 1, 72178 Waldachtal, Nemecko

Splnomocnený zástupca:

Systém(-y) posudzovania a overovania nemennosti 

parametrov:

Európsky hodnotiaci dokument: EAD 330030-00-0601, Edition 10/2018
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Specific Part 

1 Technical description of the product 

The fischer-Zykon-panel anchor FZP II is a special anchor of sizes M 6, M 8 and M 10 which 
consists of a cone bolt (with external thread or internal thread), an expansion part, a sleeve and, 
if need be, a nut. Cone bolt and expansion part are made of stainless steel. The sleeve is made 
of stainless steel or carbon. The nut is made of stainless steel or aluminium. The anchor is put 
into an undercut drill hole and by driving-in of the sleeve it is placed form-fit. 

 The product description is given in Annex A. The material values, dimensions and tolerances of 
the components of the fastener not indicated in the annexes shall correspond to the values laid 
down in the technical documentation. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchors of at least 50 years. The 
indications given on the working life cannot be interpreted as a guarantee given by the 
producer, but are to be regarded only as a means for choosing the right products in relation to 
the expected economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance 
Characteristic resistance to breakout or pull-out 
failure under tension load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under shear load 

See Annex C 1  

Characteristic resistance to breakout or pull-out 
failure under combined tension and shear load 

See Annex C 1 

Edge distance and spacing See Annex B 3 and Annex C 1 
Durability Corrosion Resistance Class (CRC) III  

in accordance with EN 1993-1-4:2015 
Characteristic resistance to steel failure under 
tension and shear loads 

See Annex C 1 

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 
Reaction to fire Class A1 El
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Z35802.22 8.06.01-339/21 

4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with EAD No. 330030-00-0601 the applicable European legal act is: [97/161/EG]. 
 The system to be applied is: 2+ 
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