
VYHLÁSENIE  O PARAMETROCH  

č. 0055 – SK 

1. JediŶečŶý ideŶtifikačŶý kſd typu výroďku: fischer termoz CN 8  

2. )aŵýšľaŶé použitie/použitia:    

Produkt Predpokladané použitie 

Plastové kotvy pre použitie v ďetſŶe a 
murive 

Pre použitie vo voŶkajšíĐh tepelŶoizolačŶýĐh koŵpozitŶýĐh systéŵoĐh ;ETICSͿ s 
oŵietkou pre preŶos zaťažeŶia saŶíŵ vetra, pozri prílohu, najmä prílohy B 1  -  B 3 

 

3. Výrobca:  fischerwerke GmbH & Co. KG, Klaus-Fischer-Straße 1, 72178 Waldachtal, Nemecko  

4. Splnomocnený zástupca:  --  

5. Systém(-y) posudzovania a overovania nemennosti parametrov:   2+ 

6a. Harmonizovaná norma:  --- 

Notifikovaný(-é) subjekt(-y):   ---  

6b. Európsky hodnotiaci dokument:   ETAG 014; 2011-02 

Európske technické posúdenie:   ETA-09/0394; 2016-03-18 

Orgán technického posudzovania:  DIBt 

Notifikovaný(-é) subjekt(-y):   1343 – MPA Darmstadt 

7. Deklarované parametre:   

Bezpečnosť pri používaní (BWR 4)  

Podstatný znak Výkon 

ĐharakteristiĐká úŶosŶosť v ťahu Pozri prílohu, oďzvlášť prílohu C 1 

Okrajové a osové vzdialenosti Pozri prílohu, oďzvlášť prílohu B 2 

Bodový súčiŶitel prestupu tepla Pozri prílohu, oďzvlášť prílohu C 2 

Tuhosť taŶierika Pozri prílohu, oďzvlášť prílohu C 2 

Posun Pozri prílohu, oďzvlášť prílohu C 2 

 

8. VhodŶá teĐhŶiĐká dokuŵeŶtáĐia a/aleďo špeĐifiĐká teĐhŶiĐká dokuŵeŶtáĐia:   ---  

Uvedené parametre výrobku sú v zhode so súborom deklarovaných parametrov. Toto vyhlásenie o parametroch sa v súlade 

s ŶariadeŶíŵ ;EÚͿ č. ϯϬ5/ϮϬϭϭ vydáva Ŷa výhradŶú zodpovedŶosť uvedeŶého výroďĐu.  

Podpísal(-a) za a v mene výrobcu:  

Andreas Bucher, Dipl.-Ing.     Wolfgang Hengesbach, Dipl.-Ing., Dipl.-Wirtsch.-Ing. 

   

Tumlingen, 2016-03-29 

- Toto vyhlásenie o vlastnostiach bolo vyhotovené v rôznych jazykoch. V prípade, že dƀjde k rozdielŶeŵu výkladu ŵá  
aŶgliĐká verzia vždy predŶosť.  

- Príloha oďsahuje doďrovoľŶé a doplňujúĐe iŶforŵáĐie v aŶgliĐkoŵ jazyku. Tieto vychádzajú zo zákonom stanovených 

požiadaviek ;jazykovo ŶeutrálŶyĐhͿ  

 



Specific Part 

1 Technical description of the product 

 The fischer nailed-in anchor termoz CN 8 consists of an anchor sleeve with an enlarged shaft 
made of polypropylene, an insulation plate made of glass fibre reinforced polyamide 
(termoz CN 8 / 250-390) and a special compound nail consisting of two parts, one made of 
glass fibre reinforced polyamide for the shaft element and the other part made of galvanised 
steel. 

 The anchor may in addition be combined with the anchor plates DT 90, DT 110 and DT 140.

 The product description is given in Annex A.

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verification and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 25 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 
The essential characteristics regarding mechanical resistance and stability are included under 
the Basic Works Requirement Safety in use.

3.2 Hygiene, health and the environment (BWR 3) 
 Regarding dangerous substances there may be requirements (e.g. transposed European 

legislation and national laws, regulations and administrative provisions) applicable to the 
products falling within the scope of this European Technical Assessment. In order to meet the 
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with, 
when and where they apply. 

3.3 Safety in use (BWR 4) 

Essential characteristic Performance

Characteristic tension resistance See Annex C 1

Edge distances and spacing See Annex B 2

Point thermal transmittance See Annex C 2

Plate stiffness See Annex C 2

Displacements See Annex C 2
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with guideline for European technical approval ETAG 014, February 2011 used 
as European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation 
(EU) No 305/2011 the applicable European legal act is: 97/463/EC. 

 The system to be applied is: 2+
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