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Najmanjša razdalja od roba, razmik, debelina elementa za preprečevanje lomljenja betona med vgradnjo: Prilogah A5, B3

Karakteristična  razdalja in razmik sider, da se izognemo lomljenju betona pod obremenitvijo: Prilogah C3, C4

Odpornost na odpoved jekla v sidru: Prilogah C6, C7

Odpornost na odpoved jekla povezave med sidrom in kanalom: Prilogah C6, C7

Karakteristična odpornost pri kombinirani statični in kvazistatični napetostni in strižni obremenitvi

Odpornost na poškodbo zaradi sidrne glave v območju  obremenitve pritrjevalca: Priloge A4

Karakteristična odpornost proti strižni obremenitvi (statična in kvazistatična obremenitev): 

Odpornost na odpoved jekla sidrnega vijaka pod strižno obremenitvijo brez ročice: Priloge C10

Odpornost na okvaro jekla, ko je siderni vijak upognjen pod bočno obremenitvijo brez ročice: Priloge C11

Odpornost na odpoved jekla v začetku kanala, odpoved jekla povezave med sidrom in kanalom ali odpoved jekla sidrnega kanala (strižna 

obremenitev v prečni smeri): Prilogah C6, C7

Odpornost na jekleno okvaro povezave med začetkom kanala in sornikom kanala (strižna obremenitev v vzdolžni osi kanala): Priloge C8

Faktor občutlivost obremenitev: Priloge C8

Odpornost na neuspešno odstranitev: Priloge C8

Odpornost na odpoved od roba betona: Priloge C8

IZJAVA O LASTNOSTIH

DoP 0333

za fisher sidrne kanale FES s fischerjevimi posebnimi vijaki FBC (sidrni kanal za uporabo v betonu)

Enotna identifikacijska oznaka tipa proizvoda: DoP 0333

Predvidena uporaba: Sidrna tirnica za uporabo v razpokanem in nerazpokanem betonu, glej dodatek, zlasti 

prilogah B1- B8.

Evropska tehnična ocena: ETA-18/0862; 2023-03-31

Proizvajalec: fischerwerke GmbH & Co. KG, Klaus-Fischer-Str. 1, 72178 Waldachtal, Nemčija

Pooblaščeni zastopnik:

Sistemi ocenjevanja in preverjanja nespremenljivosti 

lastnosti:

Evropski ocenjevalni dokument: EAD 330008-03-0601, Edition 06/2021

Odpornost na odpoved jekla s preseganjem upogibne trdnosti kanala: Prilogah A5, C2

Največji navor pritrjevanja, da se izognete poškodbam med pritrjevanjem: Priloge B4

Odpornost pri izvleku sidra: Prilogah C3, C4

Odpornost na odpoved v betonski coni: Prilogah B3, C3, C4

Mehanska odpornost in stabilnost (BWR 1)

Karakteristična odpornost na napetostno obremenitev (statična in kvazistatična obremenitev): 

Odpornost na okvaro jekla sider: Priloge C1

Odpornost na odpoved jekla v delu  povezave med sidri in kanalom: Priloge C1

Odpornost na odpoved jekla v delu kanalskih ustnic in posledično izvlek vijaka kanala: Priloge C1

Odpornoist na okvaro jekla sidra v kanalu: Priloge C10

Organ za tehnično ocenjevanje:

Priglašeni organi: 2873 TU Darmstadt

Navedene lastnosti:

Varnost v primeru požara (BWR 2)

Odzivnost na ogenj: Razred (A1)

Odpornost proti ognju: Priloge C12

Trajnost:

Trajnost: Prilogah A7, B1, B2

Odpornost jeklene okvare sidrnega kanala: Priloge C9

Odpornost proti utrujenosti in odpovedi jekla celotnega sistema (kontinuirana ali trilinearna funkcija) NPD 

Odpornost  zgornje meje utrujenosti na odpoved jekla celotnega sistema NPD 

Odpornost proti utrujenosti zaradi odpovedi betona (eksponentna funkcija) NPD 

Odpornost zgornje meje utrujenosti na odpoved betona NPD 

Premiki: Priloge C5, C9

Značilna odpornost pri obremenitvi  zaradi preobremenjenosti:
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8.

Tumlingen, 2023-07-25

Ta izjava o lastnostih je bila pripravljena v različnih jezikih.  V primeru nerazumevanja, se vedno upošteva angleška različica.

Priloga vsebuje informacije v angleškem jeziku, ki presegajo zakonske zahteve.

Ustrezna tehnična dokumentacija in/ali specifična 

tehnična dokumentacija:

--

Lastnosti proizvoda, navedenega zgoraj, so v skladu z navedenimi lastnostmi. Za izdajo te izjave o lastnostih je v skladu z Uredbo (EU) št. 305/2011 odgovoren izključno 

proizvajalec, naveden zgoraj.

Podpisal za in v imenu proizvajalca:

Dr.-Ing. Oliver Geibig, Generalni direktor poslovne enote in inženiringa Jürgen Grün, Generalni director  za kemijo in kvaliteto
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Resistance to concrete cone failure:

Durability: Descritpion

Trajnost:

ΔNRk,c,0,∞ ; ΔNRk,p,0,∞

δN0; δN∞; δV,y,0; δV,y,∞

δV,x,0 ; δV,x,∞   

Safety in case of fire (BWR 2)

Varnost v primeru požara (BWR 2)

Durability:

Trajnost:

NRk,s,fi; VRk,s,fi

Fatigue limit resistance to concrete related failure:

Odpornost zgornje meje utrujenosti na odpoved betona

Displacements:

Premiki:

Reaction to fire: Class

Odzivnost na ogenj:

Resistance to fire:

Odpornost proti ognju:

Resistance to steel failure of channel lips, steel failure of connection between anchor and channel or steel failure of anchor (shear load in 

transverse direction):
V

0
Rk,s,l,y ; sl,V; VRk,s,c,y ; 

VRk,s,a,y
Odpornost na odpoved jekla v začetku kanala, odpoved jekla povezave med sidrom in kanalom ali odpoved jekla sidrnega kanala 

(strižna obremenitev v prečni smeri):
Resistance to steel failure of connection between channel lips and channel bolt (shear load in longitudinal channel axis):

Resistance to steel failure by exceeding the bending strength of the channel: MRk,s,flex; smax

Odpornost na odpoved jekla s preseganjem upogibne trdnosti kanala:

Maximum installation torque moment to avoid damage during installation: Tinst,g; (Tinst,s)

Največji navor pritrjevanja, da se izognete poškodbam med pritrjevanjem:

Resistance to pull-out failure of the anchor: NRk,p

Odpornost pri izvleku sidra:

NRk,s,a

Odpornost na okvaro jekla sider:

Resistance to steel failure of the connection between anchors and channel: NRk,s,c

Odpornost na odpoved jekla v delu  povezave med sidri in kanalom:

Resistance to steel failure of channel lips and sunsequently pullout of channel bolt: N
0
Rk,s,l; sl,N

Odpornost na odpoved jekla v delu kanalskih ustnic in posledično izvlek vijaka kanala:

Resistance to steel failure of channel bolt: NRk,s

Odpornoist na okvaro jekla sidra v kanalu:

VRk,s,l,x

Odpornost na jekleno okvaro povezave med začetkom kanala in sornikom kanala (strižna obremenitev v vzdolžni osi kanala):

Factor for sensistivity to installation: γinst

Faktor občutlivost obremenitev:

ΔNRk,c,0,n ; ΔNRk,p,0,n

(n=1 to n=∞)

Fatigue resistance to concrete related failure (exponential function):

Odpornost proti utrujenosti zaradi odpovedi betona (eksponentna funkcija)

Fatigue limit resistance to steel failure of the whole system: ΔNRk,s,0,∞

Odpornost  zgornje meje utrujenosti na odpoved jekla celotnega sistema

Fatigue resistance to steel failure of the whole system (continuous or tri-linear function): ΔNRk,s,0,n

(n=1 to n=∞)Odpornost proti utrujenosti in odpovedi jekla celotnega sistema (kontinuirana ali trilinearna funkcija)

Characteristic resistance under fatigue tension loading:

Značilna odpornost pri obremenitvi  zaradi preobremenjenosti:

Resistance to steel failure of the anchor channel: k13, k14

Odpornost jeklene okvare sidrnega kanala:

Characteristic resistance under combined static and quasi-static tension and shear loading

Karakteristična odpornost pri kombinirani statični in kvazistatični napetostni in strižni obremenitvi

Resistance to steel failure of the anchor: VRk,s,a,x

Odpornost na odpoved jekla v sidru:

Resistance to steel failure of connection between anchor and channel: VRk,s,c,x

Odpornost na odpoved jekla povezave med sidrom in kanalom:

Resistance to concrete pry-out failure: k8

Odpornost na neuspešno odstranitev:

Resistance to concrete edge failure: kcr,V; kucr,V

Odpornost na odpoved od roba betona:

Translation guidance Essential Characteristics and Performance Parameters for Annexes

Navodila za prevajanje. Bistvene značilnosti in parametri za pravilno delovanje  priloge

Resistance to steel failure of channel bolt under shear loading without lever arm:

Odpornost na odpoved jekla sidrnega vijaka pod strižno obremenitvijo brez ročice:

Resistance to steel failure by bending of the channel bolt under shear load with lever arm:

Odpornost na okvaro jekla, ko je siderni vijak upognjen pod bočno obremenitvijo brez ročice:

Characteristic resistance to tension load (static and quasi-static loading): 

Karakteristična odpornost na napetostno obremenitev (statična in kvazistatična obremenitev): 

Mechanical resistance and stability (BWR 1)

Mehanska odpornost in stabilnost (BWR 1)

Characteristic resistance to shear load (static and quasi-static loading): 

Karakteristična odpornost proti strižni obremenitvi (statična in kvazistatična obremenitev): 

kcr,N; kucr,N; hef

Odpornost na odpoved v betonski coni:

Minimum edge distance, spacing, member thickness to prevent concrete splitting during installation: smin; cmin; hmin

Najmanjša razdalja od roba, razmik, debelina elementa za preprečevanje lomljenja betona med vgradnjo:

Characteristic edge distance and spacing to avoid splitting of concrete under load: scr,sp; ccr,sp

Karakteristična  razdalja in razmik sider, da se izognemo lomljenju betona pod obremenitvijo:

Resistance to blowout failure- bearing area of head: Ah

Odpornost na poškodbo zaradi sidrne glave v območju  obremenitve pritrjevalca:

VRk,s

M
0
Rk,s

Resistance to steel failure of anchors:
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Specific Part 

1 Technical description of the product 

The fischer Anchor Channel FES with fischer Channel Bolts FBC is a system consisting of a 
C-shaped channel profile of steel and at least two metal anchors non-detachably fixed on the 
channel back and fischer Channel Bolts. 
The anchor channel is embedded surface-flush in the concrete. fischer Channel Bolts with 
appropriate hexagonal nuts and washers are fixed to the channel. 

 The product description is given in Annex A. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor channel is used in compliance 
with the specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor channel of at least 50 years. The 
indications given on the working life cannot be interpreted as a guarantee given by the 
producer, but are to be regarded only as a means for choosing the right products in relation to 
the expected economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance 
Characteristic resistance under tension load 
(static and quasi-static loading) 

 

- Resistance to steel failure of anchors 𝑁ோ௞,௦,௔ see Annex C1 
- Resistance to steel failure of the connection 

between anchors and channel 
𝑁ோ௞,௦,௖ see Annex C1 

- Resistance to steel failure of channel lips and 
subsequently pull-out of channel bolt 

𝑁ோ௞,௦,௟଴  ; 𝑠௟,ே see Annex C1 

- Resistance to steel failure of channel bolt 𝑁ோ௞,௦ see Annex C10 

- Resistance to steel failure by exceeding the 
bending strength of the channel 

𝑠௠௔௫ see Annex A5 𝑀ோ௞,௦,௙௟௘௫ see Annex C2 
- Maximum installation torque to avoid damage 

during installation 
𝑇௜௡௦௧,௚ ; 𝑇௜௡௦௧,௦ see Annex B4 

- Resistance to pull-out failure of the anchor 𝑁ோ௞,௣ see Annex C3  
- Resistance to concrete cone failure 

 
ℎ௘௙ see Annex B3 𝑘௖௥,ே ; 𝑘௨௖௥,ே see Annex C4 

- Minimum edge distances, spacing and member 
thickness to avoid concrete splitting during 
installation 

𝑠௠௜௡ see Annex A5 𝑐௠௜௡ ; ℎ௠௜௡ see Annex B3 

- Characteristic edge distance and spacing to avoid 
splitting of concrete under load 

𝑠௖௥,௦௣ ; 𝑐௖௥,௦௣ see Annex C4 

- Resistance to blowout failure - bearing area of 
anchor head 

𝐴௛ see Annex A4 
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Essential characteristic Performance 

Characteristic resistance under shear load 
(static and quasi-static loading)  

- Resistance to steel failure of channel bolt under 
shear loading without lever arm 

𝑉ோ௞,௦ see Annex C10 

- Resistance to steel failure by bending of the 
channel bolt under shear load with lever arm 

𝑀ோ௞,௦଴  see Annex C11 

- Resistance to steel failure of channel lips, steel 
failure of connection between anchor and channel 
and steel failure of anchor (shear load in transverse 
direction) 

𝑉ோ௞,௦,௟,௬଴  ; 𝑠௟,௏ ; 𝑉ோ௞,௦,௖,௬ ;  𝑉ோ௞,௦,௔,௬ 
see Annex C6 

- Resistance to steel failure of connection between 
channel lips and channel bolt (shear load in 
longitudinal channel axis) 

𝑉ோ௞,௦,௟,௫ see Annex C8 

- Factor for sensitivity to installation (longitudinal 
shear) 

𝛾௜௡௦௧ see Annex C8 

- Resistance to steel failure of the anchor 
(longitudinal shear) 

𝑉ோ௞,௦,௔,௫ see Annex C6 

- Resistance to steel failure of connection between 
anchor and channel (longitudinal shear) 

𝑉ோ௞,௦,௖,௫ see Annex C6 

- Resistance to concrete pry-out failure 𝑘଼ see Annex C8 
- Resistance to concrete edge failure 𝑘௖௥,௏ ; 𝑘௨௖௥,௏ see Annex C8 
Characteristic resistance under combined tension 
and shear load (static and quasi-static load)  

- Resistance to steel failure of the anchor channel 𝑘ଵଷ ; 𝑘ଵସ see Annex C9 

Characteristic resistance under fatigue tension 
loading  

- Fatigue resistance to steel failure of the whole 
system (continuous or tri-linear function, test 
method A1, A2) 

No Performance assessed 

- Fatigue limit resistance to steel failure of the whole 
system (test method B) 

No Performance assessed 

- Fatigue resistance to concrete related failure 
(exponential function, test method A1, A2) 

No Performance assessed 

- Fatigue limit resistance to concrete related failure 
(test method B) 

No Performance assessed 

Displacements (static and quasi-static load) δN0 ; δN∞ see Annex C5 
δV,y,0 ; δV,y,∞ ; δV,x,0 ; δV,x,∞ 

see Annex C9 
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3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 
Reaction to fire Class A1 
Characteristic resistance to fire 𝑁ோ௞,௦,௙௜  ;𝑉ோ௞,௦,௙௜ see Annex C12 

3.3 Aspects of durability linked with the Basic Works Requirements 

Essential characteristic Performance 
Durability No performance assessed 

4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with EAD No. 330008-03-0601, the applicable European legal act is: 
[2000/273/EC]. 

 The system to be applied is: 1 
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