
IZJAVA O LASTNOSTIH  

št. 0048 – SL 

1. Enotna identifikacijska oznaka tipa proizvoda: fischer vložki za okvirje SXR/SXRL  

2. Predvidena uporaba:   

Produkt Uporaba 

)idŶi vložki iz uŵetŶih ŵas za uporaďo v ďetoŶu 
in opečŶatih zidovih 

Za uporabo v fasadnih sistemih, za pritrjevanje elementov, ki doprinesejo k 

stabilnosti celotnega sistema, glej prilogo B 1  -  B 4 

 

3. Proizvajalec:   fischerwerke GmbH & Co. KG, Klaus-Fischer-Straße 1, 72178 Waldachtal, Neŵčija  

4. PooďlaščeŶi zastopŶik:  --  

5. Sistemi ocenjevanja in preverjanja nespremenljivosti lastnosti:    2+ 

6a. Harmonizirani standard:  --- 

PriglašeŶi orgaŶi:  ---  

6b. Evropski ocenjevalni dokument:  ETAG 020, 2012-03 

Evropska tehŶičŶa oĐeŶa:  ETA-07/0121; 2015-04-10 

OrgaŶ za tehŶičŶo oĐeŶjevaŶje:  DIBt 

PriglašeŶi orgaŶi:  1343 – MPA Darmstadt 

7. Navedene lastnosti:   

Ognjevarnost (BWR 2) 

BistveŶa zŶačilŶost zmogljivost 

Reakcija na ogenj )idŶi vložek zadovoljuje zahteve klase A ϭ 

Ognjeodpornost Glej prilogo, zlasti prilogo C 2 

 

varnost in dostopnost pri uporabi (BWR 4)  

BistveŶa zŶačilŶost zmogljivost 

karakterističŶe vredŶosti vlečŶe iŶ prečŶe oďreŵeŶitve Glej prilogo C 

karakterističŶi ŵoŵeŶti upogljivosti Glej prilogo, zlasti prilogo C 1 

Premiki pri ŶatezŶi iŶ prečŶi sili Glej prilogo, zlasti prilogo C 2 

Razŵaki ŵed vložki iŶ diŵeŶzije pritrjeŶih eleŵeŶtov Glej prilogo, zlasti prilogo B 2 – B 3 

 

8. UstrezŶa tehŶičŶa dokuŵeŶtaĐija iŶ/ali speĐifičŶa tehŶičŶa dokuŵeŶtaĐija:   ---  

Lastnosti proizvoda, navedenega zgoraj, so v skladu z navedenimi lastnostmi. Za izdajo te izjave o lastnostih je v skladu z 

Uredďo ;EUͿ št. ϯϬ5/ϮϬϭϭ odgovoreŶ izključŶo proizvajaleĐ, ŶavedeŶ zgoraj.  

Podpisal za in v imenu proizvajalca:  

Andreas Bucher, Dipl.-Ing.     Wolfgang Hengesbach, Dipl.-Ing., Dipl.-Wirtsch.-Ing. 

   

Tumlingen, 2015-04-20 

- Ta izjava o lastŶostih je ďila pripravljeŶa v različŶih jezikih.. V priŵeru ŶerazuŵevaŶja, se vedŶo upošteva aŶgleška 
različiĐa..  
- Priloga vseďuje iŶforŵaĐije v aŶgleškeŵ jeziku, ki presegajo zakonske zahteve. 

 



  

 

 

 

Specific Part 

1 Technical description of the product  

 The fischer frame fixing in the range SXR 8, SXR 10 and SXRL 10 is a plastic anchor consisting 
of a plastic sleeve made of polyamide and an accompanying specific screw of galvanised steel, 
of galvanised steel with an additional Duplex-coating or of stainless steel. 

 The plastic sleeve is expanded by screwing in the specific screw which presses the sleeve 
against the wall of the drilled hole. 

 The product description is given in Annex A. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchors of at least 50 years. The 
indications given on the working life cannot be interpreted as a guarantee given by the 
producer, but are to be regarded only as a means for choosing the right products in relation to 
the expected economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

 The essential characteristics regarding mechanical resistance and stability are included under 
the Basic Works Requirement Safety in use. 

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 

Reaction to fire Anchorages satisfy requirements for 
Class A 1 

Resistance to fire See Annex C 2 

3.3 Hygiene, health and the environment (BWR 3) 

 Not applicable 

3.4 Safety and accessibility (BWR 4) 

Essential characteristic Performance 

Characteristic resistance for tension and shear loads See Annexes C 

Characteristic resistance for bending moments See Annex C 1 

Displacements under shear and tension loads See Annex C 2 

Anchor distances and dimensions of members See Annex B 2 – B 3 
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3.5 Protection against noise (BWR 5) 

 Not applicable 

3.6 Energy economy and heat retention (BWR 6) 

 Not applicable 

3.7 Sustainable use of natural resources (BWR 7) 

 The sustainable use of natural resources was not investigated. 

3.8 General aspects 

 The verification of durability is part of testing the essential characteristics. Durability is only 
ensured if the specifications of intended use according to Annex B are taken into account. 

4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 According to Decision 97/463/EC of the Commission of 27 June 1997 (Official Journal of the 
European Communities L 198 of 25.07.1997, p. 31–32) the system of assessment and 
verification of constancy of performance (AVCP) (see Annex V and Article 65 Paragraph 2 to 
Regulation (EU) No 305/2011) given in the following table applies. 

Product Intended use Level or class System 

Plastic anchors for use 
in concrete and masonry 

For use in systems, such as façade 
systems, for fixing or supporting 
elements which contribute to the 

stability of the systems 

― 2+ 
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