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Denna DoP har förberetts på olika språk. I händelse av tvist om tolkningen ska den engelska versionen alltid råda.

Bilagan innehåller frivilliga och kompletterande information på engelska som överskrider (det specifika språkets) lagkrav.

Lämplig teknisk dokumentation och/eller särskild 

teknisk dokumentation:

–

Prestandan för ovanstående produkt överensstämmer med den angivna prestandan. Denna prestandadeklaration har utfärdats i enlighet med förordning (EU) nr 

305/2011 på eget ansvar av den tillverkare som anges ovan.

Undertecknad på tillverkarens vägnar av:

Dr. Oliver Geibig, Verkställande direktör affärsenheter och teknik Jürgen Grün, Verkställande direktör kemi och kvalitet

Lastöverföringsfaktor för cyklisk belastning och 

tvärlaster (bedömningsgrundlag A)

Lastöverföringsfaktor: Bilagor C1, C2, C3

Karakteristiskt motstånd mot att bändas ut i betong:

-

Karakteristiskt motstånd under cykliska laster och 

drag- och tvärlast (bedömningsgrundlag A)

Karakteristiskt motstånd i stålet: Bilagor C1, C2, C3

-

Karakteristiskt kombinerat utdrag och motstånd i 

betongkonen för bunden infästning:

-

Karakteristiskt motstånd under cyklisk skjuvlast 

(bedömningsgrundlag A)

Karakteristiskt motstånd i stålet:

Karakteristiskt motstånd i betong:

Mekanisk hållfasthet och stabilitet (BWR 1)

Kararkteristiskt motstånd mot uttöttning under 

cykliska laster (besömningsgrundlag A)

Karakteristiskt motstånd i stålet:

Karakteristiskt morstånd i betongkon, mot sprickor 

och slitage:

Bilagor C1, C3

Europeisk teknisk bedömning: ETA-20/0206; 2020-06-29

Tekniskt bedömningsorgan:

Anmält/anmälda organ: 2873 TU Darmstadt

Angiven prestanda:

Se bilaga, särskilt bilagor

Tillverkare: fischerwerke GmbH & Co. KG, Otto-Hahn-Straße 15, 79211 Denzlingen, Tyskland

Tillverkarens representant:

System för bedömning och fortlöpande kontroll av 

prestanda:

Europeiskt bedömningsdokument: EAD 330250-00-0601, Edition 09/2019

PRESTANDADEKLARATION

DoP 0199

för FDA fischers dynamiska ankare (Kemiskt ankare för användning i betong) 

Produkttypens unika identifikationskod: DoP 0199

Avsedd användning/avsedda användningar: Eftermonterad infsätning för användning i betong under uttröttande cyklisk last
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Specific Part 

1 Technical description of the product 

 The fischer Dynamic-Anchor FDA is a bonded expansion anchor consisting of a cartridge with 
injection mortar fischer FIS HB, a fischer Anchor rod FDA-A with a centering sleeve, a washer, 
a hexagon nut and a lock nut. 

 The load transfer is realised by mechanical interlock of several cones in the bonding mortar and 
then via a combination of bonding and friction forces in the base material (concrete). 

 The product description is given in Annex A. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 50 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic  Performance 
Characteristic fatigue resistance under cyclic tension loading (Assessment method A) 
Characteristic steel fatigue resistance  

See Annexes 
C1 and C3   

Characteristic concrete cone and splitting fatigue resistance  

Characteristic combined pull- out /concrete cone fatigue resistance 

Characteristic fatigue resistance under cyclic shear loading (Assessment method A) 
Characteristic steel fatigue resistance  

See Annexes 
C2 and C3 Characteristic concrete edge fatigue resistance   

Characteristic concrete pry out fatigue resistance   
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Essential characteristic  Performance 
Characteristic fatigue resistance under cyclic combined tension and shear loading 
(Assessment method A) 

Characteristic steel fatigue resistance  See Annexes 
C1 to C3  

Load transfer factor for cyclic tension and shear loading  

Load transfer factor  See Annexes 
C1 to C3 

4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with European Assessment Document No. 330250-00-0601, the applicable 
European legal act is: [96/582/EC]. 

 The system to be applied is: 1 
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