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5. 2+

6.

DIBt- Deutsches Institut für Bautechnik

7.

a

b Karakteristisk bärförmåga:

f Förskjutningar:

d

f - -

f Plattstyvhet:

f

Värmeöverföring:

8.

Anmält/anmälda organ: 2873 TU Darmstadt

Avsedd användning/avsedda användningar:

PRESTANDADEKLARATION

DoP 0248
för fischer  termoz PN 8  (plastankare för användning i betong och murverk)

Produkttypens unika identifikationskod: DoP 0248

Europeiskt bedömningsdokument: ETAG 014, February 2011, används som EAD

Europeisk teknisk bedömning: ETA-09/0171; 2016-03-18

Tekniskt bedömningsorgan:

Tillverkare:

Säkerhet vid användning (BWR 4)

Bilaga B2

Bilaga B2

Bilaga C2

Bilaga C2

Minsta inbördes avstånd:

Karaktäristiskt motstånd under draglast:

Minsta kantavstånd:

Tumlingen, 2021-01-08

Denna DoP har förberetts på olika språk. I händelse av tvist om tolkningen ska den engelska versionen alltid råda.

Bilagan innehåller frivilliga och kompletterande information på engelska som överskrider (det specifika språkets) lagkrav.

Lämplig teknisk dokumentation och/eller särskild 

teknisk dokumentation:

–

Prestandan för ovanstående produkt överensstämmer med den angivna prestandan. Denna prestandadeklaration har utfärdats i enlighet med förordning (EU) nr 

305/2011 på eget ansvar av den tillverkare som anges ovan.

Dr. Oliver Geibig, Verkställande direktör affärsenheter och teknik Jürgen Grün, Verkställande direktör kemi och kvalitet

Undertecknad på tillverkarens vägnar av:

Bilaga C2

Bilaga C2

Spikat plastankare för fixering av externa värmeisoleringskompositsystem (ETICS) med gjutning i 

betong och murverk, Se bilaga, särskilt bilagor B1- B3.

Bilaga C1

Bilaga C2

Bilaga C2

Energiekonomi och värmehållning (BWR 6)

Diameter på förankringsplattan:

Motstånd mot last i förankringsplattan:

Skivans hårdhet: Bilaga C2

fischerwerke GmbH & Co. KG, Weinhalde 14-18, 72178 Waldachtal, Tyskland

Tillverkarens representant:

System för bedömning och fortlöpande kontroll av 

prestanda:

Förskjutningar:

Angiven prestanda:

-

Draglast med delvis faktor:

Punkt värmeöverföring hos ett ankare:

Isoleringslager tjocklek hos ETICS:
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Specific Part 

1 Technical description of the product 

 The fischer nailed-in anchor termoz PN 8 consists of a plastic sleeve made of polypropylene, a 
plate and an accompanying specific nail made of glass fibre reinforced polyamide. 

 The anchor may in addition be combined with the anchor plates DT 90, DT 110 and DT 140. 

 The Product description is given in Annex A. 

2 Specification of the intended use in accordance with the applicable European 
Assessment Document 

 The performances given in Section 3 are only valid if the anchor is used in compliance with the 
specifications and conditions given in Annex B. 

 The verification and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the anchor of at least 25 years. The indications 
given on the working life cannot be interpreted as a guarantee given by the producer, but are to 
be regarded only as a means for choosing the right products in relation to the expected 
economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

 The essential characteristics regarding mechanical resistance and stability are included under 
the Basic Works Requirement Safety in use. 

3.2 Hygiene, health and the environment (BWR 3) 

 Regarding dangerous substances there may be requirements (e.g. transposed European 
legislation and national laws, regulations and administrative provisions) applicable to the 
products falling within the scope of this European Technical Assessment. In order to meet the 
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with, 
when and where they apply. 

3.3 Safety in use (BWR 4) 

Essential characteristic Performance 

Characteristic tension resistance See Annex C 1 

Edge distances and spacing See Annex B 2 

Point thermal transmittance See Annex C 2 

Plate stiffness See Annex C 2 

Displacements See Annex C 2 
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4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

 In accordance with guideline for European technical approval ETAG 014, February 2011 used 
as European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation 
(EU) No 305/2011 the applicable European legal act is: 97/463/EC. 

 The system to be applied is: 2+ 
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