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Installation report for anchorage with fischer FRS-
FC Spike Anchors for fischer FRS-W U300 /

FRS-W U600 CF Fabric

in accordance with the recommendations of AClI PRC-440.2-23.

Execution planning

Project
Plan no., date Position/Detail
Site Manager Phone (Site Mng.)
Structural designer Phone (Str. Design)
Approval OYes [ONo
Personal O Nitrile gloves Material temp. °C
Protective O Safety goggles Ambient temp. °C
Equipment 00 Respiratory protection Surface temp. °C

[0 Safety shoes Relative humidity %

[0 Safety helmet Weather conditions

Materials used
Spike Anchor Batch(es) Expiry date
O FRS-FC10
O FRS-FC 12
Saturating resin Batch(es) Expiry date
FRS-CF
Injection mortar Batch(es) Expiry date
FIS EM Plus
Other material Batch(es) Expiry date
[0 Materials in original packaging and undamaged
Vorher Previous installation of CF fabric carried out correctly? OYes [ONo
Comments on the CF fabric, time of installation,
Report no., etc.
Condition and preparation of the concrete substrate
Borehole depth mm | Borehole diameter mm
Drilling method O Hammer drilling with standard drill bit
0 Hammer drill with hollow drill bit
O Diamond drilling

Drill bit (manufacturer/name)
Borehole cleaning OYes [ONo
Rounded edges OYes [ONo Edge radius mm
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Reportno.._____________
Date:_____________
Application
Mixing time observed forall | OYes [ONo Repotted after mixing the OYes [ONo
containers components
Substrate completely coated with FRS-CF OYes [ONo
Open end of Anchor completely saturated with FRS-CF OYes [ONo
Borehole filled with a sufficient quantity of injection mortar FIS EM Plus or similar OYes [ONo
Date of installation Time of installation
Date of load-transfer Time of load-transfer
Adhesive consumption kg | Injection mortar kg
(Total) consumption (Total)
Positioning and orientation OYes [ONo Spreading angle (openend) | OYes [ONo
according to the design according to the design
Edge distances accordingto | 1 Yes [ No Mounting angle (hardened OYes [ONo
the design end) acc. to the design
Inspection after completion of installation
Self-monitoring Inspection Criteria Fulfilled
Visual Inspection Conformity with design / No deviations from the OYes [ONo
plan design O Not tested
Visual Inspection Damaged material No visible damage OYes [ONo
I Not tested

The expert designer is responsible for defining the scope of the inspection and can reduce or add inspections accordingly.

Have additional mechanical protective measures been taken, e.g. against
vandalism, for fire protection, UV protection, etc.?

O Yes

O No

Materials used (if any)

Additional comments, sketches, etc.

Place, Date

Name

Signature
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